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Foreword 


This study was conducted between June and November of 1984 
by Eagle Engineering for the Planetary Exploration Division 
of the Johnson Space Center. The purpose of the study was to 
assist Space Station designers in planning for future needs, 
and to see what a conservative design Space Station/OTV infra¬ 
structure can do for a lunar base build-up and for advanced 
planetary missions. Three other interim reports were produced 
in this study. This report includes all the material from all 
three. A slide presentation and technical paper were also produced 
for the Symposium on Lunar Bases and Space Activities of the 
21st Century, held in Washington D.C. in October, 1904. 

Gus R. Babb served as the study leader for this effort. Sig¬ 
nificant contributions were also made by the following Eagle 
team members. Paul G. Phillips and William R. Stump made up 
the engineering staff for this project. R. Patrick Rawlings 
and Hark W. Dowman executed the airbrush art and other graphics. 
Eric Franklin provided graphics support. Willard Taub and Richard 
B. Ferguson designed the propellant storage modules. Hubert 
P. Davis and W. B. Evans provided technical and editorial 
supervision. 




1.0 Executive Summary 

The impacto upon the growth Space Station of several advanced 
planetary missions and a populated lunar base are examined. 
Planetary missions examined include sample returns from Mars, 
the Comet Kopff and the main belt asteroid Ceres, a Mercury 
Orbiter, and a Saturn Orbiter with multiple Titan Probes. A 
manned lunar base build-up scenario is defined, encompassing 
preliminary lunar surveys, ten yearn of construction, and establish¬ 
ment of a permanent 10 person facility with the capability to 
produce oxygen propellant. 

The spacecraft mass departing from the Space Station, mission 
Delta V requirements, and scheduled departure date for each 
payload outbound from Low Earth Orbit (LEO) are determined for 
both the planetary missions and for the lunar base build-up. 
Large aerobraked Orbital Transfer Vehicles (OTV's) are used, 
similar in concept to those now being designed for geosynchronous 
orbit missions. Two 42 metric ton propellant capacity OTV‘s 
are required for each of the 68 lunar sorties of the base build-up 
scenario. The two most difficult planetary missions (Kopff 
and Ceres) also require two of these OTV's. 

An expendable lunar lander and ascent stage and a reusable 
lunar lander which will use lunar produced oxygen are sized 
to deliver 18 metric ton3 to the lunar surface. 

For the lunar base, the Space Station must hangar at least 
two non-pressurized OTV's, store 100 metric tons of cryogens, 
and support an average of 14 OTV launch, return, and refurbishment 
cycles per year. Planetary sample return missions require a 
dedicated Quarantine Module. 

An average of 630 metric tons per year must be launched 
from the Kennedy Space Center (KSC) to the Space Station for 
lunar base support during the ten years of base construction. 
Approximately 70% of this cargo from Earth is OTV hydrogen/oxygen 
propellant. An Unmanned Launch Vehicle (ULV) capable of lifting 
100 metric tons net useful payload is considered necessary to 
deliver this propellant. An average launch rate of one shuttle 
and one ULV every ten weeks to the Growth Space Station will 
provide the required 630 metric tons per year. 

Figures 2 and 1 show the Space Station with and without 
impacts from the lunar and planetary missions. Figure 1 shows 
the Space Station without OTV hangars or propellant storage 
and transfer facilities. The entire OTV infrastructure should 
not necessarily be considered dedicated to the lunar and planetary 
missions. It is more likely the OTV infrastructure will be 
put in place earlier to support revenue-generating missions 
to geosynchronous orbit. 
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2.0 Introduction 




NASA and contractors are now working on the conceptual 
design of the Low Earth Orbit (LEO) Space Scation. The designers 
must include in their thinking, for the early (Initial Operational 
Capability, or IOC) Space Station, the requirements of the 
turn of the century “Growth" Space Station. This study, performed 
by Eagle Engineering, Inw. for the Johnson Space Center (JSC) 
Planetary Exploration Division, examines the impacts of advanced 
lunar and planetary missions upon the Growth Space Station. 

Hass estimates were constructed for a science-emphasis 
lunar base using lunar produced oxygen, a transportation system 
sized to land its elements on the lunar surface. A ten year 
flight schedule was developed, including weights, propellants, 
crew size, etc. and then the impacts upon the Space Station 
were estimated. 

In a similar manner, five advanced planetary missions were 
examined - three sample returns and two orbiter/probe missions. 
Weight statements and trajectories for each of these were tabulated. 
The propellanc loads, configurations, and mission plans of single 
and two stage stacks of conceptually designed standard OTV's 
(Orbital Transfer Vehicles) were also developed at thi3 time. 

From these requirements the impacts on the Space Station were 
then estimated. 




3.0 Groundrules G.Assumptions 


The following groundrules and assumptions were used in 

this study: 

1. The Space Station can store and transfer L0 2 and LHo to 
the Orbital Transfer Vehicle (07V) in orbit. See section 
6.2 for a discussion of the state of the art in this cechnology. 

2. Aerobrakiny will bo a nature technology and in incorporated 
in the OTV design. 

3. The OTV will use L0 2 /LH 2 propellant. 

4. OTV Isp » 460 sec with IS st«»rt/stop losses yielding an 
effective OTV Isp «* 455 sec. for cryogenics (from Ref. 2). 

5. Isp ® 340 sec. effective for storable fr.olc. 

6. All stages. Lunar Landers, etc., will be L0 2 /LH 2 unless 
strong ly contra-indicated. 

Reception - Expendable ascent stage will use storables. 

7. Boil-off rate for cryogenic stages is 55 kg/day of LH 2 
per stage. (Ref. 2) 

8. Cargo units for the lunar base weigh a maximum of 17.5 
metric tons. This is the estimated weight for a Space 
Station Common Hodulo. 

9. OTV elements can be "stacked," i.e. used as two identical 
stages, one staging before the other ignites. 

10. Lunar surface storage, transfer (into Landers), and re¬ 
refrigeration of cryogenics, both L0 2 and LB 2 , is assumed 
after 0 2 production commences. 

11. The lander can be maintained at the lunar base. 

12. For the purpose of this Study: Lunar 0 2 will become available 
after delivery of the pxj 2 jhic£Jj)H plant to lunar surface. 
This 0 2 will be used in the reusable Lunar Lander, but 
delivery of Lunar 0 2 to Earth orbit will not be examined 
in this study. 

13. The OTV will be sized to perform any of three reference 
missions: 

A. Deliver 9 metric tons to geosynchronous orbit, returning 
empty using a single stage. 
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». Deliver 6 metric tone round trip to geosynchronous 
orbit, using a single stage. 

C. Deliver 17.5 metric tons payload rlus a Lunar Lander 
(sized to land the payload) to lunar orbit, using 
two C7V stages in tandem. Doth 07V stayer, are returned 
to the Space Station. 

14. The same 07V's (with a kick stage where appropriate) can 
be used tor the planetary mission. Alternate expendable 
stages (such as Centaur) can also be considered. Where 
feasible, QTV stages are recovered. 

15. The Space Station altitude » 500 kn (270 n r=i) . 

16. A lunar launch window will nominally occur every nine days. 

17. Lunar orbit operations will be at 200 kn lunar altitude 
U09 naut mi.). 

10. Lunar base will bo near equatorial (* 4°). 

19. After first stage 07V burnout, the second stage coasts 
around nearly to perigee before ignition to minimize g-lossea 
(2 burn option) . 

20. Propellant transfer to the R-LEK takes place on the lunar 
surface. The iU Tank is landed intact and stored on the 
surface for refrigeration and pumping. 

21. iii > Lunar Orbit Service Station is assumed. 

22. L0 2 /LH 2 mixture ratios of 7:1 are used for all lunar landers. 

23. The Aft Cargo Carrier on the Shuttle External Tank is assumed 
available and used to carry E-Landers. 

24. Shuttle Derived-L'nnanned Launch Vehicles (ULV's) are needed 
and assumed available for propellant tankers. They are 
assumed to launch 100 metric tons of L0 2 /LH 2 to the Space 
Station per flight. 

25. Launch cost estimates (1984 dollars) ULV -5133 Mil1 lon/launch 

STS -5100 Million/launch 

26. Shuttle is assumed capable of launching 25 n tons (55 Klb.) to 
the Space Station orbit. Current capability is only 19 
n tons but currently funded improvements including filament 
wound solids and 109% SSKE thrust should provide the higher 
25 ton figure. However, all lunar base launch manifests 
were volume limited. The most massive lunar shuttle payload 
was 21.5 m tons. 


4.0 Lunar Missions 
4.1 Introduction 

Thio section of the overall study investigates the impact 
on the Space Station of supporting a canned return to the lunar 
surface. The envisioned return entails the construction and 
operation of a large# permanent base designed to emphasize lunar 
ocienco and lunar resource utilization. 

Earlier JSC in-houso studies (Ref. 1) on the ‘lunar initiative* 
have shown that a trannportation system composed of a Space 
Station combined with Aerobraking Orbital Transfer Vehicles 
(AOTV'cJ# denigned for round trip delivery to geoaynchronoun 
orbit# can readily provide transportation fro?- low Earth orbit 
to lunar orbit and back. What has not been previously examined 
is the inpact upon the current space station concepts of the 
routine, continuing# large scale transportation needs of a serious 
lunar program 

This study is to aosenn the representative transportation 
requirements of such a program To enable this# a representative 
lunar base "model" and build-up schedule were defined. 

The mission model presented ic based upon the lunar base 
buildup described in Reference 1# which wan produced in-house 
at JSC. This was augmented with operations ccenar icn from Hr. Barney 
Roberto of JSC's Systems Engineering Division. The result wan 
used an the transportation objective. 

A net of necessary space transportation elements were defined 
and sized# including 07V elements, lander3# canned modules# 
etc. 

Vehicle inert weight scaling formulae for this exercise 
are taken from Reference 2, (See Table 4). Lunar Landers have 
an inert weight increment equal to 2i of the maximum landed 
cans for landing gear. 

The lunar delta V budget ic based upon Apollo 11 data (Reference 
3) altered to reflect the different operational altitudes. 
Midcourse budgets were enlarged to yield plane change capability 
of 25° at the gravitational field interface between the Earth 
and the Moon. The Apollo 11 mission used a fa3t# 2 1/2 day 
transit# free-return trajectory. Later Apollo missions used 
slower (up to 4 day) non-free-return trajectories. These yielded 
significant delta V reductions# particularly in the Lunar Orbit 
Insertion (L01) and Trans-Earth Injection (TEI) maneuvers. 
The capability for the faster flight time has been built into 
the delta V budget for this study so that flight tine can be 
varied as necessary to allow launch windows that are several 
days long at nine day intervals. 

The nine day mission opportunity interval is created by 
the requirement to depart from the Space Station orbit. Reasonable 
transfer opportunities occur only when the Moon is in, or near# 
the plane of the Space Station orbit. This occurs every 9 days 
as the Moon revolves around the Earth and the Space Station 
orbit precesses in the opposite direction. 


6 



4.2 Lunar Base Description 

The study examines the transportation requirements for 
the build-up and supply o£ a reprcocntative ambitious lunar 
bane. The model selected for study was a permanently manned 
installation of from 18 to 20 personnel. The facility is heavily 
oriented toward lunar science but also includes United capability 
for the production of lunar derived resources. The key production 
plant in a snail lunar oxygen facility capable of producing 
at leant 30 metric tons of oxygen per month for use at the base 
ejuj as propellant for a reuoable lunar landcr/launchcr. 

Only the first ten years of base build-up was examined. 
At the end of ten years the base consists of: 

0 5 HABITABILITY MODULES 

0 5 RESEARCH UNITS 

- GEO-CHEMICAL LABORATORY 

- CHEMICAL/EIOLOGY LABORATORY 

- GEO-CHEKICAL/PETROLOGY LABORATORY 

- PARTICLE ACCELERATOR 

- RADIO TELESCOPE 

0 3 PRODUCTION PLANTS (PRECEDED BY PILOT PLANTS) 

- OXYGEN PLANT 

- CERAMICS PLANT 

- METALLURGY PLANT 

0 2 WORK SHOPS 

0 3 POWER UNITS 

0 1 EARTHMOVER/CRANE 

0 3 MOBILITY UNITS W/TRAILERS 

0 18 PERMANENT PERSONNEL 

It is assumed that the basic elements will be constructed 
using the standardized Space Station "Common Module", a cylinder 
4.5 meters in diameter and II meters long (15 ft. X 36 ft.). 
The weights of these elements including their contents was held 
to 17.5 metric tons (38,600 lbm). 
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Figure 3 illustrates one of these Common Hodulcn being 
unloaded from an Expendable-Lander (thin in prior to achievement 
of full 0 2 production). The crane and trailer illustrated arc 
designed to fit within the same reference envelope (Figure 4) . 
They do not fit inside a Common Module, however. Thin 4.5 
X 11 meter envelope will fit inside the Shuttle bay for launch 
from the Earth's surface. The various elements of the lunar 
base are shown in the background. The habitats and laboratories 
arc interconnected and covered with lunar regolith for radiation 
and meteorite protection and for thermal insulation. The Common 
Module being unleaded will bo placed in the excavated area. 

Figure 4 shows one of these common modules mounted on a 
transport/trailer. Transport will be necessary because the 
landing must take place some distance from the main base. This 
prevents a landing accident from damaging the base. Pin-point, 
automated lunar landings may not yet be within the state-of-the-art 
in this tine frame. 

Figure 4 includes a sketch of the crane illustrated in 
the previous picture. It is one possible design approach to 
a crane that can be packaged to fit within the standard 4.5 
X 11 meter envelope and 17.5 metric ton weight constraint. 
The tires are hollow metal. The crane will be required to handle 
items equal to or more than its own weight. The necessary strength 
should not be difficult to achieve, considering the low lunar 
gravity, but balance will be difficult. Transport using just 
the crane appears impractical. This gave rise to the "little 
red wagon" concept shown here. 

In general, consideration of the details of the base elements 
is beyond the scope of this transportation study. The crane 
and wagon, however, provide the final transportation step so 
some thought was given to them to insure no insurmountable problems 
would be presented. 



4.3 Lunar Dace Build-up Scheme 


The lunar base mission ncqucnce begins with preliminary 
orbital gco-chcmical mapping via a aatellite placed in a low 
lunar polar orbit, followed by 5 yeara of remote "lunar rover" 
surface investigation:: and cite celection. Starting in the 
year 2005, the actual ouild-up of the lunar base begins. The 
banc in fully operational by the year 2014. 

This build-up requires delivery of the following: 

Major Lunar Bane Elements: (17.5 metric ton cargo units) 

0 Earthnover/Crano - 1 
0 Power Unit - 3 
0 Habitat - 5 

0 Lunar L0 2 Pilot Plant - 1 
0 Lunar L0 2 Production Plant - 2 
0 Unpressurized Mobility Unit h Relay Station - 1 
0 Pressurized Mobility Unit - 2 
0 Geo-Chemical Lab - 1 

0 Goo-Chcmical - Petrology Lab/Obaervation Equipment -1 
0 Work Shop - 2 
0 Ceramics Pilot Plant - 1 
0 Metallurgy Pilot Plant -1 
0 Particle Accelerator - 1 
0 Chemical/Biology Lab - 1 
0 Ceramics Plant - Operational - ) 

0 Metallurgy Plant - Operational - 1 

Plus Light Units: (9 metric ton cargo units delivered during 
crew rotation flights) 

0 Ground Relay Station - 1 
0 Radio Telescope - 1 
0 Power Converter - 1 

Starting with the year 2005, some 3 to 5 major elements 
per year are delivered to the lunar surface; manned sorties 
occur every 3 to 4 months. Each delivery or manned mission 
requires a two-stage OTV sortie plus an expendable lander and, 
for the manned mission, an expendable launcher. The manned 
missions also require a reusable manned module to carry men 
on the OTV, an OTV Manned Module (OMM) , and a manned module 
to carry men on the landers, the Lunar Lander Manned Module 
(LLHM). This last element may be expendable initially, but 
will be reused and stored at the lunar base once lunar produced 
oxygen and the reusable lunar lander become operational. 

During 2005, the first year of bane build-up, a power unit, 
crane, trailer, and one laboratory are delivered on unmanned 
flights. Two manned sorties of approximately one lunar daylight 
period each, 14 days, are then flown to prepare the base and 
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commence operations. The entire crew returns to Earth each 
time# leaving the base unmanned between missions. 

In the second year* 2006, a nobility unit and a pilot plant 
for oxygen production are delivered. Two more manned sorties 
are flown. The last crew remains, along with their launch vehicle, 
beginning permanent human occupancy of the lunar base. 

In the third year, 2007, one more laboratory and miscellaneous 
equipment are delivered unmanned. Three manned sorties are 
flown providing crew rotation. 

In the fourth year, 2008, an operational oxygen production 
plant is delivered (several flights): the new Reusable Land- 
cr/Leuncher (R-LEK) i3 delivered and becomes operational. The 
permanent crew continues to grow in number. 

In the fifth through the tenth years a heavy flight schedule 
delivers the remainder of base elements. This activity slacks 
off to six manned crew rotation sorties per year as the base 
approaches full growth. The "final" configuration of this study'3 
lunar base is achieved in the tenth year, 2014. In reality, 
the base may continue to grow indefinitely, once this "beachhead" 
is established. Figure 13 graphs the material build-up. 

Table 1, the Lunar Mission Sequence, gives the detailed 
transportation requirements for this build-up on a year-by-year 
basis, broken down into single mission-sized elements. 

Table 2 is a manifest/schedule of Earth launches and lunar 
missions to achieve these requirements. It is designed to provide 
launches and lunar departures on flight centers as evenly scheduled 
as possible. Shuttle derived unmanned launch vehicles are required 
to launch all L0 2 and LH 2 propellant to the Space Station. 
This includes propellant used by the lunar landers as well as 
that for the OTV's. Crews and cargos will all be launched on 
the Space Shuttle. 

Consecutive launches of the Shuttle were kept to at least 
6 week centers as were those of the unmanned tanker flights. 
These two different vehicles will use different launch facilities, 
so interference is not expected to be a problem. 

After the lunar oxygen and the reusable lander become available, 
the number of launches per lunar flight drops from two to approxi¬ 
mately one and one third. In some of these latter cases, it 
is assumed that the lunar crew will be launched to the Space 
Station on a regularly scheduled Space Station resupply mission. 
Except for these crews, this schedule does not include Space 
Station resupply or support of any operations other than the 
lunar base. 

The estimated manning levels for the lunar base are shown 
in Figure 5. This is an Eagle Engineering estimate based on 
the availability of housing and laboratory facilities. Even 
numbers are maintained so that work functions can be done in 
pairs for safety. For flight scheduling purposes, a six month 
tour of duty was assumed, and one third of the crew will be 
replaced at a time. 



TlJll t 

ISliU KISSICH SIQ5IKCI 



IIEKIKT3 70 

saner 


litnirn 

tnuisto 



imi lovtt rius suit tuati 
(cxi m: ma> 


cant 

rvo. ran a 
RiS HU HIT a 
CIO.CHM 112 

UKI ♦ MSCWT UKH ♦ IWU SIMII 


lira ♦ i-iscm ukh ♦ ism simit 


KGSItlTT VJ1IT 

iioi moT putt 

lira . msccvt ukh ♦ imt siwu 

lira * t-isctftf uni ♦ urn simu 


cto-CHift rrnoiccT 

lit fly3 CJillTlTClT 

lira ♦ i-uctKT ♦ it m lira 

lira ♦ l-lSUKT . 11 ill 


HOI fSQuTCTlOH PUXT 
« 101D1KJ riCIUTI 




TUI 


TMU t 

turn kissicn stag. 


') 


TLICKT CARCO TO 

OBJECTIVES lunar css 

H. TQUS 


PUNNED SC3TIE.UUSE lUXAR 11 

L1K3LR (R-LEKI DELIVERY 
IPARTIAllY PUtlED) 

reusable un use with lunar 01 cgkhihccs 

HAXXEO S 01 TIE - OPS.SUFPLY 11.5 

KAWLD SORTIE - CPS.SUPFLY ITS 

HAWED SORTIE - OPS.SUFPLY It .5 


1911 UXXAKXLO HEAVt DELIVERIES 

- FOUR UNIT 11 115 

- POWER UNIT »1 11 5 

- HABITABILITY HODULE 11 115 

- Kismsitm KDDUlt »1 11 5 

- RA31TA31L1TY ROOL'LE II 11 5 

TUNNED SORTIE - OPS (.IT) II 5 

RAISED SORTIE - OPS (*1T) 115 

RANKED SORTIE - OPS 1.1T) 11 5 

RANKED SORTIE - OPS WIT) 11 5 

1111 LTCUKNE3 HEAVE DELIVERIES 

- PRESSL'SIXED R'jBILlTT UK 11.5 

- SHOP 11 5 

- CERlHtCS PILOT 11 5 

- KETALLUECT PILOT ll 5 

- PARTICLE ACCELERATOR 11 5 

RAWED SORTIE - RESUPPLY IP 5 

RANKED SORTIE - RESUFFLY It 5 

RANKED SORTIE - RLSUPFLY It 5 

RANKED SORTIE - CREV ROT. 11 5 

RANKED SORTIE - CREV ROT. 11 5 

RANKED SORTIE - CREV ROT. 11.5 

LIGHT UURAKNED CELIVLRT 
- RELIT SATELLITE TO l-I 1 

HU VNUHKID KLAVT DELIVERIES 

- CHERiai/RlOlOCT LAS 11 5 

RANKED SORTIE - RESUPPLT 11 

RIMiEQ SOSTIE - RESUPPLT 11 

RANKED SORTIE - RESUPPLT 11 

RANKED SORTIE • RESUPPLT 11 

till RANKED SORTIE • 11SUFUT 11 

RAWED SORTIE • RESUPPLT 11 

RANKLO SORTIE • 1ESUPPLT 11 

RANKED SORTIE • CREV ROT. It 


CRRCO ELEREKTS TO 
RETURNED LUNAR ORBIT 
R TCKS 


1 R-LLR, HI. CRH. REUSABLE Lift 


7 CRM. 5T HI TIKI. tT CARGO 
7 ORR. ST HI TAKE. IT CARGO 
7 GMH. 5T HI TIKI. IT URCO 


1 ROVER UNIT . HI TAKE 

l PCVER UNIT ♦ Hi TAKA 

1 KABITAJLL1TT ROD » HI TAKR 

1 HASITABIllTT ROD ♦ HI TIKI 

l HAItTABILITT HOD . HI TAXi 

7.5 CRH. 5T HI TAKR. IT CARGO 

7 5 CRH. 5T HI TAKE. IT URCO 

75 GKH. 5T HI TAKR. IT CARGO 

75 CRH. 5T HI TAKR. IT CARGO 


1 POWER UNIT ♦ HI TAXI 

1 SHOP ♦ HI TAKR 

1 CEP.AHICS PILOT . HI TASR 

I HtTAllURGT PILOT . HI T1KX 

I PARTICLE ACC . HI TINE 

75 OKM. Hi. IT CARCO 

75 CKH. HI. IT CARGO 

7.5 OHM. HI. IT CARCO 

7.5 era. HI. IT CASCO 

7.5 Ora. HI. IT CARCO 

7.5 OHM. HI. IT CARGO 

I RELAY SATELLITE .KICK STAGE 


t CHER BIOLOGY EAR ,K2 TINE 

1C GRM. HI. tT CARCO 

19 ora. HI. 7T CARGO 

to era. HI. tT CARCO 

11 ora. HI, IT CARCO 

10 era. HI. tT CARCO 

10 era. HI. tT CARCO 

10 ora. HI. tT CARCO 

10 era. HI. IT CARCO 


EtEREKTS TO 
SURfACE 


EttHESTS 

RETURNED 


t-ECH, R-tira R.ILKR 

0 TO 7 TONS HI R-LEH 


R-IER. I-ttra. IT R-tlRH. I 

i'LER, R-lira. IT R-ttra, I 

i-itn. R-iiret, tT R-tira, i 


l-ltn • PCVER UNIT I-ltH 

l-LEH - POVIR UNIT l-LEH 

I-LEM HA31TR31L1TY HOODIE R-UH 

I-lin KABITUltlTY KOOUll l-LEH 

R-LEH KIBITARIUTI IKCULE R-LEH 

R-LEH. R-lira. IT I-Lira. R-LEH 

I-LIH. R-llKH, IT I-lira R-LEH 

R-LEH. R-tira. IT R-ltra. R-LEH 

i-itH. i-tira, it R-itra. R-icn 


R-lEH ♦ tn 
R-LEH ♦ SHOP 
R-LEH » CER PILOT 
I-ltM ♦ KIT PILOT 
R-UH * PASTICLI ACC. 
R-LLH, 1-UKH, IT 
R-LEH. R-llKH. IT 
l-LEH. R-lira. tT 
l-LEH. R-llKH. IT 
R-LLH. R-lltM. IT 
R-LEH. R-Ltra, IT 


R-ttH 

l-LEH 


R-lEH 


R-lEH 


R-LEH. R-lira ♦ IT 
l-LEH, R-llKH ♦ IT 
I-tlH. R-ltra ♦ IT 
R-UH. R-llKH ♦ IT .01 
R-LEH, R-lira ♦ IT .01 
l-LEH. I-lLIOl . IT .01 


l-LEH . CKLHIRICLOCY 
R-LEH. I-tira. tT 
I-ltH. R-ltra. IT 
R-LLH. R-LLKH. IT 
B-ttfl. R-llKH. IT 

1-ttM, R-ltra. IT 
R-UH. R-tinH. IT 
R-lEH, R-lira. tT 
R-LEH. R-ttra. IT 


I-ltH. i-iira ♦ IT 
R-ttH. R-UKM ♦ IT 
R-UH, R-ltra ♦ IT 
R-LLH. R-LLKH . IT 

R-LEH. I-lira ♦ IT 
R-UH. R-tira . IT 
R-LLH. 1-tttSl ♦ IT 
I-ltH, R-lira . IT .01 








U1CKT 

OBJECTIVES 


CISCO TO CISCO 
lorn CSS ItTVSXED 
H. tons n. TOMS 


ElEBEUTS TO 

tv.isa cis it 


eiehekts to 

soancE 


eukcets 

eetoesed 


Ull 


HllKED some • CSCV SOT. 17 II 

nuaut) some - cm sot. it k 


o;tn, hi. it cisco 

OKI, HI. IT CISCO 


»-ieb. E-ura. it s-uh. a-ura ♦ it «oi 

e-ieb. i-ura, it r-uh. i-ura * n *01 


111) incUKItO HUVT BUlVISltS 

- HimiBIUT! HOWIE I J 11.1 

• SHOP I) 11.1 

- CEKIMCS FUltT . 0FS. )).! 

- HETlllUSCt FUST . CPS. 11.! 

- FRESS BOBlllTT WIT II 21.1 

KJ.7G1I0 SORTIE ♦ III CSOUilD 

STITIOH ii 

RUOitO SOETIE *S10 TEIE. 1! 

lUEtEO SORTIE iPOVES COH- 

VUTIS TCI LDFV 11 

nmta some - rcsufplt i; 

KllCitD SOSTlt - RESUrPL! 11 

PJJCtEO some - CUV ROT. 11 


BIS. 71C3. IS 4tll Tlia 8-tEH ♦ K11. 1X0. l-lllt 

SEOF ♦ HI Tli3 E-ttll ♦SHOP R-ltlt 

CEUB1C Fim ♦ HI TIME l-ttil *CE1. FUITT 1-lEB 

KETlllVICT FlliiT ♦ El TM3 I-IEM * RET. FUKT S-lIH 

mss.faaiim chit *ui mu i-un ♦ mss. rob wit s-ieb 


cra.Hi.4iia esa smica 
QKT,H1.»U010 TELESCOPE 


I-lEJBU-lira.FIB CO. ST1. 
t-llfl. E-llO, S1310 TELE. 


1-lEB, 1-110, 

E-ita. E-ura. 


cicui,*Fcvts cciatam 
ora. HI. it cisco 
ora, Hi. IT CISCO 
ora. HI. IT CISCO 


E-ini, t-ura, rvs. coin. 

I-IEB, S-lUX TT 
1-lEB, I-lira. 7T 

«•'.«. i-ura. it 


i-iiB. s-ura, ♦ IT 
E-IEB. S-lira, ♦ IT 
1-lEB. l-lira, ♦ IT 

i-itn. B-ma ♦ it 401 


Ull 


BUCKO SORTIE - 1ESUFFIT 
KA’CiEO SORTIE - SES'JPFIT 
BIKJiEO SORTIE • RESUPPLY 
WJHED SORTIE - CSEV SOT. 
HU3IEB SORTIE - CSEV SOT. 
BllOtED SORTIE - CSEV SOT. 


era. HI. IT CISCO 
era, HI. IT CISCO 
era. HI. IT CISCO 
ora. HI. IT CISCO 
era. Ml. IT CISCO 
ora. HI. IT CISCO 


t-lIH, S-lira, IT 
E-liB, 1-11731. IT 
E-IEH. S-lira. IT 
1-lEft, B-lira. IT 
E-llB, S-lira, IT 
1-lEB, 1-lira, IT 


i-itB. i-lira. 

B-llH, S-llRI. 
S-llH, S-llKB, 
B-llB. S-lira 4 
S-ltB, S-lira 4 
I-lEA. B-lira 4 


IT 401 
IT 401 
IT 401 










) • 

KDXTH IAUNCH TYPE 
K3. 


JAN 3-1 SD-UIV 

m 3-1 STS-ICC 

KIRCH 5-1 SD-UIV 

mil 3-1 STS-ICC 

Ml 3-5 SD-UIV 

S-4 STS-ACC 

JUIT 3-7 SO-UIV 

1UC 5-3 STS-1CC 

StPT 3-7 SD-ULV 

OCT 5-18 5TS-ICC 

KQV 5-11 SO-UIV 

DIC 5-11 STS-ICC 

JAN 4-1 SD-DIV 

riB 4-1 STS-ICC 

KARCH 

APRIL 4-3 SD-ULV 

RAT 4-4 STS-ICC 

JUNE 

JOLT 4-3 SD-ULV 

ADD 4-4 5TS-ACC 

strr 

OCT 4-7 SD-ULV 

NOV 4-1 STS-ACC 

DCC 


CASCO KANIftST 


> 


SPACE STATICS TAStS 101 tllCKT IOXIIH1 AT DEPOT 


. TEAI 1103 . 

IOX/IH1 PROPELLANT SDIflT UNIT 
E-UKDII,»USE IICRIKT II 
lOIflHl PRQPEEEAVT SUTflT UNIT 
E-LAKDER, *SASE UtRlKT II 
LQX/LHl PJOPtlUMT SUPPLE UNIT 
E-IAN0ER,U1SE UtRlKT II 
LOIllHl PlOPllllXT SUPPLE CHIT 
E-LAKBES.*1ASE ELEKENT 14 
ICIIlKl PROPEllANT SUrPLE CHIT 

E-UNOtR.*t-URJ»lSC£XT.*OEK,.4 CUV. 

. 1 TDK PI 

lOXIlHl PROPEllANT S'.'PPIE UNIT 


. Till ltll - 

IOIIIH1 PEOmiAXT SUPPLE WIT 
C-lAHDtK,*BA5t ELEKEKT 15 

LOXILH1 PEOPlUUfT SUPPLE UNIT 


LOKLH1 PROPEllANT SUPPLE UNIT 
E-LANDER,*BASC UtRlKT 14 


loniHi itoruuxr supple unit 


UKUJC11D MtPAll (CHICK OUT 4 TUtll X OTii 1)0 
GEL]VEST K-UK3U.CHECK OUT CAR50, 4 RlTt STACK 

•( 1 OTEs.t-UICtMXD BASE tlLRtKT) 

U13U50itD PREPARE 4CHECX OUT 4 tStll 1 0TV« AND 
OlltUil 1-11)011,CHICK CUT CASCO. 4 HITt STICK 
•( 1 OTVi.t-lMQKl.UO BISt ELEKENT) 

inCUKlitO PKtPAKt (CHICK OUT 4 TSUI 1 OTVi AND 
OtltVUt l-UXOtl.CHECK OUT CISCO. 4 RATI STACK 

-( 1 OTEi.t-UKOEI.UO BASE ELEKEKT) 

nouGito fsimt (chick out t tmi i ctvi and 

OtllVlRT t-EUiOCK.CHECK OUT C1RC0, A RATI STICK 

-( I 0TEi.t-llXm.AX3 BISt UlRlKTt 

BANNED PSEPAKE X OTVi AND E-UNCEJ, CHEC4 OUT 

sen it cra.i-tiraiiscExr. rate stack -( ; otes. 

CNN.l-UHRIISCEXT.l E-UKOER l.AHD TRAXS- 
tu CIEW TO OCR 

*'S-l4H.ll PEEP ASE X GTVi AND t-USDtl. CHCCK CUT 
tot 14 lift) GIOl.E-UKIIlSCtXT. RATE STACK -( I OTVi, 
OKR.t-LliaUASCEKT.4 E-lUCtH l.UQ TUHS- 
Fli CKCV TO OKI 


UNBARRED PKEPA1E (CHECK OUT 4 tUlll X OTEj MO 
OCIIVEH E-L1KBES. CHECK OUT CUCO. 4 BATE STACK 

-( 1 OTEs .E-llffitE.DQ BASK EltRENT) 


RS-(4R*Xt PIEPAlt X GTEt, E-llSEtH. AND O.TR . CRICK 
Ul 14 4t]tl OUT t-URNIASCEKT; RATI STACK -( I CTV«. 

CRN,t-llKNIASCENT,K E-L1XDEB );UO TKLSS- 

rtx ckev to ora 


14-3 WOUHXED PREPARE (CHECK OUT 4 XUE11 1 OTT» AND 

DELIVER! t-Uat*.CHECK CUT CAKDO. 4 RlTt STACK 
-( 1 OTVi.l-UXOKI.UQ USE ElERENT) 


KS-(4H*Xl PREPARE I OTVi. t-unt*. AKD 0)04 ; CHECK 
lot 14 4i|i) OUT E-Ura/ASCtWT; RATE STACK -( 1 OTVi. 

Cra.E-UCtllSCUCT.K l-llXDtl A.AKD Tim- 

Ill cuv to ora 


) 















) 




niSSIOK SCHEDULE 


MONTH 

LAUNCH 

NO. 

TTPE 

CASCO MANIFEST 

mco vt. 

Q.tOB 

LUNAR TLICHT 

ELI CUT NO. TTPE 

SPACE STATIOX TASIS TOR TLICHT LOIILHI AT 

a.lea 

CCPOt 




. iEii iso? . 






JIN 

T-t 

SD-ULV 

LOIILHI PROPELLANT SUFPLT UNIT 

too 




III 

res 

7-1 

STS-ACC 

E-lAKDER,*BASt ELEMENT 07 

u 

17-1 

UNMANNED 

P0EPA1E 4CHECK OUT A TUCl) 1 QTV( AND 

1 







DELIVltT 

I-IAX3U.CHECI O'JT CARCO. A RATE STALE 


MARCH 







-l 1 Oni.E-llUaCR.A© RASE ELEMENT) 


srm 

7-1 

SO-ULV 

LOIILHI PROPELLANT SUPPLT UNIT 

no 




111 

HAT 

7-4 

STS-ACC 

E-lANOER,.E-llK!1l ASCENT,. 4 CRIV..1 tea 

10 

L7-1 

MS-UM.ltS 

PREPARE l CTVi. E-LAKDER, AKD 0124 ; CHECK 

1 




P t.,» 4 loa ol AOTV ELEMENTS 




OUT I-liraiASCI!!T. MATE STACI -( 1 OTVi. 


JUHt 







Ora,£-llHD4llSCENr,0 I-LAKTER );AJ3 TRANS- 









TER CREW TO ora 


JUIT 

7-5 

SO-ULV 

LOl/LHl PROPELLANT SUPPLT UNIT 

III 




111 

AUC 

7-i 

STS-ACC 

E-LANDER,<E-liraiASCENT.«4 CREV..I tea 

11 

17-1 

ns- (in*it > 

PREPARE 1 OTV*. I-llKDCS, AKO CKM ; ChECI 

t 




P L .. 4 tea ot AOTV ULKENT5 




OUT I-LirailSCENT, MATE STACI -t 1 OTT». 


sett 







OKM.I-LiraiASCIlfT.A t-LAJGIl ). AKO TRANS- 









per crev TO era 


OCT 

7-7 

SO-ULV 

LOIILHI PROPELLANT SUPPLT UNIT 

111 




1(1 

NOV 

7-1 

STS-ACC 

T-LANOER..E-Ura/ASCtNT.«4 CREV..1 loa 

It 

17-4 

MS-(IK.ll) 

PREPARE 1 OTV*, t-lAXIER, AND OMM ; CHECI 

1 




PL,. s-Lira 




OUT t-liraUSCEKT, MATE STACI -(1 OTI». 


ore 

7-7 

STS-ACC 

R-LEM ELTHEKTS.tSTCOKO R-LlKH.oHJ TAKI 

10 



CiUl. l-Ur.:. ASCENT,l E-LANDER I.IKO TAAKS- 



7-10 

SD-ULV 

LOIILHI PROPELLANT SUPPLT UNIT 

100 



EIR CRIV TO OKI 

111 




. TEAS 1001 . 






JAN 

1-1 

STS-ACC 

E-LAKOLR..RASt ELEMENT II 

11 

ll-l 

UUMAKNED 

PREPARE (CHICK OUT 0 EUIL) 1 OTVo AND 

1 







OELIVERT 

l-UKDEI.CHICI CUT CASCO. 1 RATI STACK 


res 

1-1 

SO-ULV 

LOIILHI PROPELLANT SUPPLT UNIT 

103 



-( 1 OTVo.t-LUaiP.lKD HAST ILERCNT) 

lit 

MARCH 

1-1 

STS-ACC 

E-LANDER,.BASt ELEMENT It 

11 

LI-1 

UlOUffiiED 

PREPAbI (CHECK O'JT 5 Kill 1 OTVt AKO 

1 







DELIVER! 

t-LAKOIR.CHECI OUT CJ'**"* i KATC STACI 


APRIL 

1-4 

SD-ULV 

LOIILHI PROPELLANT S'jrpLI UNIT 

Ki 



-( 1 OTVi.MAWZR.».”3 IASI ELEMENT) 

111 


aolt-- 


» dtliuud to Sptet SUtioa oa ochtdalil i 

totop It STS ltaieh 




MAT 





ll-l 

MS-(MEM ♦ 

PiiniE 1 OTVl, R-LIh, ill TAKI. Ora, AKD 

11 







4H ♦ R-limi I-lira ; MATE STALE -l l CTV».0)01.R-LLKJl. 


JUNE 

1-5 

SO-ULV 

LOIILHI PROPLLLAKT SUPPLT UNIT 

100 



AID R-LEH ), A TRANSEER CREW TO CNN 

111 

JUU 

l-i 

STS 

1 HI TANKS.* 10 tons o( LUNAR CARLO, 

It 

11-4 

ns-iiM.tu 

PREPARE 1 OTVt AKO HI TAKI; CHICI O'JT 0704. 

47 




* 4 CRN 




M1TC STACI 4 lOTVs.H) TAKI,CKM,AND 7 toai 


AUS 

1-7 

SD-UCV 

LOIILHI PROPELLANT SUP’LT UNIT 

110 



or LUNAR CASCO ), A TRANSEER CUV TO OMM 

117 


-4 t'«w itli.ettd oft S.S. itscpplf Uaach - 


KS-tw.ft) patfxnt : otv* wo hi take. chici cut ora. 

mi stici ( idtvj.hi take, ora, and t ur» 
or lukii asco ), i Tsmra city to ora 

nirm i otv* wo hj tiki, check out ora. 

MTt STACK ( lOTVi.Hl TAKI,0134,1)3 » tcai 

or lukai cacc ). t transfer tiw to ora 










imitts uwch 



n uwa ttu cmo f.ihiust 

a 

..*. 

B 1-1 S3-3U lOUlHl UOmUKT SVItlt WIT 

-1 ci»» lilmftJ iiSS l.sttk- 

a M STS MI TIM,. me tUMXT I IS 

a 1-1 43-511 101(1*1 ItSItlUR llfHl WIT 

n 1-« STJ 1 HI TIKIS,.4 Tea SHUTS,.4 CltV 

,1 1-S 43-311 lOHtHI IIONIIUT {'.7111 OUT 

Et 1-1 STS HI mt.i tut CUfllKT I II 

s i-j sts hi tiki., ust tttntjrr i u,. i citv 

X 1-1 43-311 lOIltH IICftUUT $31111 WIT 

T t-» 43-vii icmsti fumiiKT ssmi wit 

T 1-11 STS HI TIKI., list tlirtKT I IS.. I CUV 

if. i-ii ss-uv tem*: nemusT shut wit 

X 1-11 STJ HI TIKI.. U4I IUF.KT I If 

.mi mi. 

a ll-t STS 1 HI TIKIS. . IS TW, . < CltV 

3 11-I 43-BIV tOIUM nimiUT IV7IIT WIT 

a 11-1 STS HI TlHl.. ust tlDttKT I IS.. 1 CUV 

u-i ss-m toiitKi rtcmuxT smut wit 

lit 

ll-S STS I Hi TIKIS. . t! TOM, . 4 CITV 

it 18-4 43-311 tOI/tEi tiCfltUXT $31111 WIT 

S 1 S-T STS MI TIM., list tt IS tiff I U 

.1 ll-l STS HI TIM., list tltRCXT I IT,. 4 CltV 

c u t so-vti ioiuhi rtcrtuiKT ssmi wit 

1 18-18 STS I HI TIMS. . II TW, . 4 CUV 

ti-ii so-vti iciumi tiomtm shut wit 

T 18-11 STS HI TIM., list UtMVT I II,. 4 CltV 

n ii-n sc-r.i 

t 11-14 STS 


ICIHM! ItSItlUXT SHUT WIT 
HI TIM.. SISt SltHtKT I If 





II lll-i RJ-l4H.il) 

—in n trjuan sciTitmiaTS— 
in ittiut: vz si tim. cn:t err es*. 

lull STltS 4 1CTU.51 TlSI.H.f.lS I tin 
US 118-3 EJ-I43.1I) Cf Uliil UlM 1. I TUMIU CUV T3 CM! 

111 

iii-j vsucua 

ii tittmt — rca csuxna mum unm— 

ill LH-i Rs-u3.it) utmt i cm vz a: r:a. cam err 

ust ictziai muoi. Fart met i i cm 

II S lll-S R7JUTit9 81 Tia.lta use titUSTI 

tttmst 

II S 111-4 RS.KX.ilI 

ill ui -1 raisan 
cutmt 

II tll-l Rj-I13.lt) 

III 

IT S lll-l KKiSJM 

ttiwut 

III ttl-lf KJ-K3.lt) 

ii s tii-it esaata 

CltlVUT 




































Illfflj lllli) 














Personnel at Lunar Ba 



Fiaure 5 





4.4 Lunar Space Transportation System 

A set o£ vehicles designed to perform the lunar space trans¬ 
portation function was defined and sized. The elements of the 
system were those defined in the JSC Lunar study (Reference 1). 

The system was designed to deliver a 17.5 metric ton unmanned 
payload module to the lunar surface, or to deliver a manned 
module plus an ascent vehicle to the surface. The OTV's all 
return to low Earth orbit. It was assumed that man-rated aerobraking 
orbital transfer vehicles are available. 

The Delta-V budget for the sizing exercise is given in 
Table 3. 

The scaling laws for estimating inert weights of propulsive 
stages are given in Table 4. These were provided by JSC (Ref. 2) 
as an agreed upon representative set of inert weights. In addition 
to the inert weights, each propulsive stage was considered to 
have 2.5% of its propellant weight left at burnout for reserves 
and residuals. This was composed of 1% of the propellant as 
trapped and unavailable and 1.5% as hardware reserves for such 
items as mixture ratio errors, Isp variation, etc. Mission 
reserves are included in the delta V budget. 

The Expendable Lunar Lander was first sized to deliver 
the 17.5 metric ton base element from lunar orbit to the lunar 
surface. Then the AOTV's were sized to deliver the fueled lander 
plus payload to lunar orbit using two stages and returning empty 
via acrobraking. The other elements were then sized to accordingly. 

The resultant set of elements of the lunar space transportation 
system are given in Table 5. 

4.4.1 Sizing The OTV - Multi-Stage Rationale 

The Aerobraking Orbital Transfer Vehicle (OTV) along with 
the Shuttle, the Space Station, and the small OMV will be pre¬ 
existing elements of a generalized space transportation system. 
The OTV's are sized initially for delivery and retrieval of 
satellites to Geosynchronous Earth Orbit (GEO). 

Such an OTV is well suited to lunar transport since the 
delta V from the Space Station to GEO is almost exactly that 
from the Space Station to lunar orbit. Returning from the Moon 
with aerobraking actually takes less delta V than the same return 
from GEO. 

Lunar operations, however, generally require payloads in 
lunar orbit that are several times as large as the equivalent 
GEO payload, because half the mass in lunar orbit is lander 
weight. Therefore, an OTV sized for GEO operations may be only 
half as large as one designed for single stage lunar operations. 
One solution is to use more than one OTV at a time for each 
lunar mission. 

If the OTV's are designed to be “stacked" into a multi-stage 
vehicle, then almost any size payload can be delivered to almost 
any delta V desired (such as for high energy planetary missions) 
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Table 3, Lunar Operations Delta V Budget 


The following io the Delta V budget for operating from 
a 500 km (270 n mi) Earth orbit (the Space Station orbit) to 
a 200 km (108 n mi) lunar orbit, with return to the original 
orbit via an aerobraking maneuver. 

The lunar landing is made from, and at launch returna to 
the 200 km lunar orbit. 

The return aerobraking maneuver is targeted to an apogee 
150 km above the Space Station (resultant Earth orbit 25 X 650 km); 
the vehicle then circularizes at 650 km and waits for the correct 
phasing to begin the rendezvous sequence. 

Budget: 


Trans-Lunar Injection 

(TLI) 

n 

3155 

m/sec + g-loss 

Midcourse Correction 


a 

60 

m/sec 

Lunar Orbit Insertion 

(LOI) 

a 

915 

m/sec 

Trans-Earth Injection 

(TEI) 

a 

915 

m/sec 

Midcourse Correction 


a 

60 

m/sec 

Circularization after 

Aerobrake 

a 

160 

m/sec 

Rendezvous 


“ 

80 

m/sec 

Lunar Descent 


c 

2165 

m/sec 

Lunar Ascent 


* 

1920 

m/sec 


g loss ■ 1635/( 1-9.86 T/W + 512 (T/W) 2 ) for a single burn TLI 
and 1/3 of that for the two burn TLI option. T/W is the initial 
thrust to weight at the beginning of the trans-lunar injection. 

After the trans-lunar injection maneuver g losses are not 
significant. The thrust to weight (T/W) is improved by a factor 
of 2 during TLI (more than half the weight is expended during 
the first maneuver) while at the same time subsequent maneuvers 
are much smaller, lowering post-TLI losses to an insignificant 
level. 

This budget utilizes data from Apollo 11 (Ref. 3) augmented 
with in-house estimates by Eagle Engineering. The equation 
for g-losses was derived as part of the study. 



Table 4, Space Transportation Vehicles Scaling Laws 


The inert weight for the Orbital Transfer Vehicles (OTV’s) 
and the various propulsive elements of the lunar operations 
transportation system are given as follows: 

Stage Inert Weight =» ( A + 0 * Wo) + X B • PL aero 

(1 - a b> 

Where 

Wp o Stage Propellant Capacity (in kg). 

PL aero » the maximum amount of payload that will 
be carried through the aerobraking maneuver 
(in kg). 

X B ■ the aerobrake mass fraction. 

» .15 for this study. 


and: 

A <* 2279 kg# B = .04545 for cryogenic stages 

A = 2352 kg, B «» .0228 for pump fed storable stages 

A = 2454 kg, B « .04253 for pressure fed storable stages 

The above are for space-based vehicles. For Lunar Landers 
an additional 2% of the maximum landed weight (including payload) 
must be added for landing gear. 

These data are from Reference 2. Sections 4.6 and 5.8 
examine the sensitivity of some of this study's conclusions 
to changes in some of these numbers, such as Isp and inert weight. 
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by simply stacking a sufficient number of stages. 

Lunar base operations provide enough traffic so that some 
OTV resizing is justified and cost effective. The OTV's designed 
for GKO have tended to bo cized at around 30 metric tons of 
propellant (L0 2 /LH 2 ) . The name basic vehicle could be sized 
to support the desired lunar operations in a two stage configuration 
simply by enlarging the propellant tanks by about 30%. This 
could be done for the JSC concept illustrated in this study 
(Fig. 6) without changing either the aeroshell or engines and 
with tanks that are still deliverable within the shuttle bay. 

Trying to enlarge the OTV to support lunar operations with 
single stages would require a new design. For this size range, 
two stage operations appear to be more efficient than single 
stage. 

Consequently, the AOTV was resized to perform the lunar 
mission model with two (tandem) stages. The result was a vehicle 
of 42 metric ton propellant capacity. 

4.4.2 Mission Scenarios 

The mission scenarios divide into two sets once lunar base 
construction begins. These are unmanned heavy delivery missions, 
and manned rotation/resupply missions. These are illustrated 
in Figures 7 and 8 respectively. 

The unmanned heavy delivery missions (Fig. 7) deliver the 
major base elements to the lunar surface. Two large aerobraking 
reusable OTV vehicles, used in tandem as a two stage rocket 
deliver the 17.5 metric ton base element, mounted on an Expendable 
Lander, to a 200 km lunar orbit. The lander then provides transport 
to the lunar surface where it remains (Fig. 9). The OTV stage 
returns to earth at first opportunity. 

For a manned mission (Fig. 8) two OTV's deliver an OTV 
Manned Module (OMM) containing the crew plus an Expendable Lunar 
Lander loaded with a Lunar Lander Manned Module and an ascent 
stage all to lunar orbit. The OTV and OTV Manned Module remain 
in orbit while the lander descends to the lunar surface carrying 
the Lunar Lander Manned Module with crew and the ascent stage. 
After the appropriate mission stay time (7 to 14 days) the ascent 
stage returns the Lunar Lander Manned Module to lunar orbit. 
The vehicle performs a rendezvous with the OTV and the crew 
transfers back to the OTV Manned Module for return to Earth 
via aerobraking. The Expendable Lunar Lander, ascent stage, 
and the Lunar Lander Manned Module are all discarded. 

After lunar surface O? production has begun, one or more 
reusable single stage Lancfer/Launchers are delivered to the 
lunar surface. The scenario is then changed such that only 
the payloads and a large tank of liquid hydrogen fuel for the 
Lander is brought from earth orbit. 





The Lander is kept on the lunar surface and provided with 
liquid oxygen (6/7 of the propellant weight) from the lunar 
oxygen plant. This reduces the trans-lunar transport requirement 
by nearly half. The OTV delivers the payload and a full H 0 
tank to lunar orbit. The reusable Lander (R-LEM) then launches 
and rendezvous with the OTV. The payload, OTV and H 2 tank are 
transferred to the R-LEM and the OTV returns to Earth. The 
R-LEM lands and the II 2 tank is removed to a storage depot from 
where it is used to fuel the R-LEM for the next flight. 

A reusable Lunar Lander Manned Module (LLMM) is kept at 
the lunar base. For manned missions it is mounted on the R-LEM 
to transport personnel to and from the lunar surface. For a 
manned flight the OTV delivers crew in an OMM plus an H 2 tank 
and any extra payload to lunar orbit. The R-LEM with LLMM aboard 
launches to lunar orbit carrying the crew to be rotated and 
rendezvous with the OTV. The crews each transfer from capsule 
to capsule and the payload and H 2 tank are transferred to the 
R-LEM. The R-LEM then lands with the replacement crew and the 
OTV returns to earth with the OMM and the returning personnel. 
An H2 tank is delivered for every R-LEM mission. 

The R-LEH, LLMM, and H 2 tank are illustrated in flight 
configuration in Figure 10. 

The OTV carrying the OMM is shown in Figure 11. Note the 
position of the OHM within the entry shadow of the aeroshell. 
All payloads and material carried through the aerobrake phase 
will be mounted in this position. 

4.4.3 Earth Launch Requirements 

Figure 12 shows the amount of material that must be delivered 
to the Space Station each year to support the given lunar base 
build-up scenario. Figure 13 shows the resultant build-up of 
material on the lunar surface. Note that the vast majority 
of the mass involved is L0 2 /LH 2 . This includes the propellant 
for the lunar lander as well as that for the OTV. Using the 
shuttle as a tanker to launch such massive amounts of cryogenics 
to orbit is neither prudent nor cost effective. At 25 metric 
tons per flight, 16 to 30 tanker shuttle launches a year would 
be required to support this effort. 

An Unmanned Launch Vehicle designed using shuttle elements 
(a shuttle derived unmanned launch vehicle or ULV) should be 
developed as a tanker. Such a vehicle with a stretched External 
Tank and lengthened Solid Rockets Boosters should be able to 
deliver a propellant depot module of about 100 metric tons propellant 
capacity. This would reduce the lunar base Earth launch requirements 
by between 12 and 22 launches per year at an annual savings 
of from 1 to 2 billion dollars. In addition, the total launch 
rate is reduced to the much more manageable level of approximately 
~one per month rather than one every two weeks. 
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Figure 6 AOTV 
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Unmanned Lunar Mission Scenario 

1. Stack departs Space Station 

2. First stage burn 

3. Second stage burn 

4< Firs t stage returns to Space Station 

5. Circularized in Lunar Orbit 

6. Expendable Lander places Common Module on the lunar surface 

7. Second stage returns to Earth 

8. Aerobraking Earth orbit insertion 

9. Circularized above Space Station orbit 

10. Second stage returns to Space Station 


Figure 7 
Legend 




Manned Lunar Mission Scenario 


1. 

Stack departs Space Station 



2. 

Trans-lunar injection burn 



3. 

First stage returns to Space Station 



4. 

Second stage. Lander, and Manned Module 

insert 

into lunar orbit 

5. 

Lander descends 



6. 

Ascent stage departs lunar surface 



7. 

Ascent module rendezvous with second stage 


8. 

Second stage returns to earth with OMM, 

ascent 

module discarded 

9. 

Aerobraking 



10. 

Circularization above Space Station orbit 


11. 

Rendezvous with Space Station 




Figure 8 
Legend 


































A second, but important factor is safety: the risk of many 
launches of a billion dollar manned Shuttle with a cargo bay 
full of cryogenic propellant. The loos of a ULV full of LO 2 /LH 2 
would be spectacular but not catastrophic. 

The large 100 metric ton propellant units delivered by 
ULV could be plug-in-depot units so that extensive propellant 
transfer from the tanker to the depot would not be required. 
Section 6.2 discusses propellant storage and transfer in more 
detail. 


4.4.4 External Tank - Aft Cargo Compartment (ET-ACC) 

The first 16 or 17 lunar missions use an Expendable Lunar 
Lander that cannot readily be designed for delivery within the 
shuttle cargo bay. The flight frequency of those missions is 
high enough that assembly of the vehicle at the Space Station 
might produce an unreasonably heavy workload. In addition, 
the Shuttle payload bay threatens to become so seriously volume 
limited that an extra Shuttle launch per lunar mission becomes 
a real possibility. 

Over the last several years various studies have been carried 
out under the guidance of Marshall Space Flight Center (MSFC) 
on the possibility of an External Tank Aft Cargo Carrier (ET-ACC), 
a cargo space attached to the rear of the Shuttle External Tank 
to enable delivery of oversized cargo elements. This requires 
that the ET be carriec into a stable orbit and deorbited at 
a later time rather than dropped sub-orbitally as is nominally 
done. A pre-assembled E-Lander can thus be launched, and the 
payload bay is free for other cargo. There is, however, a loss 
in shuttle payload capability of about 3 metric tons. 

The E-Lander design illustrated (Figure 9) fits within 
this aft cargo compartment. The number of flights (16) justifies 
the development cost of the ET-ACC and the savings in shuttle 
launches should more than pay for those development costs. 

An alternate solution would be to launch the E-Lander on 
the ULV flights. This did not manifest as nicely but may be 
more cost effective. 
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4.5 Impact of the Lunar Missions Upon the Growth Space Station. 
4.5.1 Summary 

During the 10 year period of lunar operations examined 
the Space Station supports 68 lunar sorties, 43 of them manned, 
requiring: 

0 102 launches - half of them Shuttles and half unmanned 

tanker launches. 

0 136 AOTV sorties. 

0 270 OMV sorties. 

The Space Station must provide propellant storage and transfer 
facilities (propellant depot), assembly of the mission stack, 
payload checkout & integration into mission stacks, maintenance 
and checkout of vehicles stored on orbit (OTV’s, OMV's, OMM’s), 
flight control (rendezvous, proximity operations & docking), 
personnel billeting, and temporary payload storage. 

Hardware required to be added to the growth Space Station 
includes: 

0 Permanent basing (hangars, storage and shops) for 
4 OTV’s, 2 OMM’s and 2 OMV’s. 

0 Gantries and docks for preparing mission stacks, up 
to 40 meters in length, of 2 OTV's plus a Lunar Lander, 
plus various manned and unmanned lunar cargo elements. 

0 A propellant depot for cryogenic LOo/LH? propellant 
with capacity of at least 2 tanker units of 100 metric 
tons each. 

O A propellant transfer capability to perform a measured 
propellant transfer from the depot to various vehicles 
in the mission stack at the assembly docks. A rate 
of 5 metric tons/per hour is required to complete 
transfer in one 24 hour period. 

O Temporary storage for lunar vehicles and 20 to 30 
tons of lunar payload. 

O An additional habitat module as housing for the additional 
Space Station crew and temporary billeting for 4 to 
6 transient lunar base personnel. 
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An estimated 20 kw of continuous additional power 
with related or greater heat rejection. 10 kw depot 
cryogenic refrigeration, 5 kw for the extra habitat, 
and 5 kw or more for gantries. 

Space Station identified manpower requirements are 14 manweeko 
per lunar sortie. This breaks down into 5 manweeks of OT v support, 
5 manweeks stack assembly & fueling, 1 manweel; (average) for 
manned vehicle (OHM) support, and 3 manweeks for flight operations 
and OKV support. These operations require a minimum extra crow 
complement of 2 persons. This could be doubled by unidentified 
required tasks. 

4.5.2 Space Station Hardware Required. 

The lunar missions require 2 OTV's per sortie while averaging 
one such sortie every eight weeks. A minimum of one extra OTV 
will be required for replacement to maintain a regular schedule. 
If two extras are used, two stacks could be assembled simultaneously 
for those periods with very compressed mission schedules. This 
gives rise to an operational OTV fleet size of 4. Such a fleet 
would also allow time for extensive scheduled maintenance and 
overhaul while still protecting against unschedulod flight cancel¬ 
lation. Schedule will be much more important in the support 
of a manned lunar base than in present STS operations. In addition 
to lunar missions, this fleet would be involved in planetary, 
GEO, and other missions. 

Similarly, at least 2 OEM's are needed for schedule protection 
as well as for possible rescue operations. The small OKV units 
will be used up at a rapid rate and they will probably make 
the round trip to Earth at a fairly regular rate. However, 
at least 2 should be on station at all times. 

Permanent basing for these vehicles should include hangar 
facilities for meteoroid and orbital debris protection, thermal 
control, and routine mission preparation. Shop and maintenance 
equipment for a complete overhaul of the OTV vehicles and at 
least routine repair of the other vehicles will be necessary. 
The OHH's and OHV's can be returned to earth for major repair 
but the OTV's would be too bulky for routine Shuttle transport. 

Gantries and docks will be needed for preparing mission 
stacks. These stacks will typically consist of 2 OTV's, a base 
element and an Expendable Lunar Lander. For the manned mission 
the base element will be replaced by a Lunar Lander Manned Module 
(LLMM) on the lander and an OMM carried on the OTV. Those stacks 
will be up to 40 meters long and when fueled mass as much as 
133 metric tons. 

A propellant depot for cryogenics propellant (LO^/LHj) 
will be necessary. The proposed technique is 100 metric ton 
depot units launched on unmanned tankers. The depot would need 
the capacity to handle two of these units at once, since even 
a half emptied unit would have to be supplemented by a second 
full one before a lunar sortie could be supported. 
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The capability to transfer a measured amount of propellant 
from this depot to vehicles in the mated mission stack is an 
absolutely necessary requirement. Two OTV's plus an Expendable 
Lander must be filled. Propellant transfer rates of 5 metric 
tons an hour are necessary in order to transfer the 98 tons 
in les3 than one day. This rate might be relaxed some if necessary, 
but certainly by no more than a small factor. The mechanism 
for this amount and type of propellant transfer is not at all 
understood. The first American in-orbit propellant transfer 
experiments have been performed in the Shuttle only within the 
last two months. A practical engineering solution to efficient 
large scale propellant transfer in orbit is crucial to the use 
of the Space Station as an operations base. 

Temporary fitorage of lunar vehicles and 20 to 30 tons of 
lunar bound payload i3 necessary to allow the shuttle to be 
unloaded for return to Earth. Lander storage may be on the 
gantry arm and on the lunar bound mission stack. General lunar 
bound material, however, may be in storage at the Space Station 
for up to several months awaiting lunar transport. The high 
cost of Shuttle flights requires that we achieve as nigh a load 
factor as possible on each launch. This means that material 
manifested on several lunar flights will arrive at the Space 
Station at the same time. This becomes particularly true after 
the Reusable Lander becomes available and substantial extra 
payload can be carried on the manned sorties. 

An additional habitat module at the Space Station will 
be needed. There will be 2 to 4 more permanent crew members 
to house, and 4 to 6 transient lunar base personnel to be billeted. 
Lunar crews will generally arrive at the Space Station on the 
same shuttle flight that delivers the various other payload 
elements for the scheduled mission. They will be on station 
during final stack assembly and checkout, a period of perhaps 
a week. If problems of some sort (equipment malfunctions, solar 
flares, etc.) should delay the lunar departure past the available 
launch window, an additional nine day wait will be necessary. 
Returning crews must wait until a regularly scheduled launch 
occurs. At an estimated 100 million dollars per Shuttle launch 
it would not pay to mount a special flight just to save a few 
personnel from the tedium of a few weeks in orbit. The result 
is that there would be transient lunar crew members at the Space 
Station more than half of the time. 

Power modules for at least an additional 20 kw of power 
plus related rejection radiators are necessary to support these 
added elements. Eagle Engineering has estimated that from 4 
to 5 kw of refrigeration at each 100 metric ton propellant depot 
element will reduce the cryogenic boiloff losses to a negligible 
amount. A total of 10 kw will be required when two units are 
at the depot. The extra habitat will require 5 kw and another 
5 kw was allocated for cranes, gantries and shops. This latter 
may be underestimated especially for peak loads, but the average 
use is probably of this order. 


42 



4.5.3 Space Station Manpower and Functions Required. 

The schedule requires a lunar sortie every eight weeks 
on the average. Manpower estimates per lunar sortie includes 
the following: 

0 Total OTV turnaround and maintenance of 24 .man days 
per lunar mission. 

OTV turnaround operation - 70 manhours per OTV. 

OTV scheduled maintenance - 70 manhours for every 
5 OTV sorties. 

- OTV unscheduled maintenance - 90 manhours for 
every 10 OTV sorties. 

0 Traffic control » 8 man days per lunar sortie - 4 
major arrivals/departures requiring OMV sorties per 
lunar mission. Each will require 2 crew members for 
at least one shift or 2 man days each. 

0 Stack assembly - 3 or 4 days operations for 2 crew 
members - 8 man days. 

0 Propellant transfer - 24 hours for 2 crew members 

- 6..„man,.£ays» 

Total = 9 man weeks per 8 week period. 

This requires at least 2 extra crew members for identified tasks. 
This will probably at least double for unidentified tasks. 

4.5.4 AOTV Stack. 

The stack of two AOTV's carrying an Expendable Lunar Lander 
and a Common Base Element is illustrated in Figure 14 departing 
the Space Station. Note the OMV returning to the Space Station 
after having maneuvered the stack to a safe distance. The AOTV 
illustrated is the JSC concept in which the tankage and support 
structure is tucked inside the aerobrake shell and the engine 
thrust is applied edgewise. JSC estimates that such a design 
would yield structure weights as low as those anticipated for 
the inflatable aerobrake structures, while still giving the 
reliability, controllability, and longer lifetime of the rigid 
structures. 

The Space Station is shown in the background with the required 
hardware addition including two propellant depot elements in 
place. 
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AOTV Stack Departi 

1. Stacked AOTVs 

2. E-Lander with Common Module 

3. OMV 

4. Growth Space Station 


Space Station 

5. Quarantine Module 

6. OSM (PROPELLANT STORAGE MODULES) 

7. OTV STACKING FACILITY 

8. AOTV Hangar 


Figure 14 
Legend 
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4.5.5 Timelines for Space Station Capabilities. 

No real Space Station requirements were posed by the unmanned 
exploration prior to the base construction start-up in 2005, 
so this period was not examined in detail. These early unmanned 
operations could be flown from the shuttle using expendable 
Centaur class vehicles if necessary. 

The fully mature capability for lunar operations, however, 
needs to be in place at the beginning of the lunar base build-up 
in 2005. The development of these capabilities in a reasonably 
gradual manner needs to be addressed in the context of other 
scheduled developments. 


Figure 8 
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4.6 Sensitivity Studies. 

A brief analysis of the sensitivity of costa and operational 
requirements to changes in vehicle performance parameters (Ir.p» 
inert weights, and thrust) was performed to see if any significant 
changes resulted. OTV rocket engine Iup was increased from 
455 sec effective to 460 sec effective. Inert weight was reduced 
by a third and thrust was doubled. The result, even when all 
three were done together, was a reduction in the number of unmanned 
tanker launches by a fourth (or cavings of one to two launchec 
per year), but little or no change in any of the other operations. 
At an estimated tanker launch cost of 133 million dollars per 
launch over a ten year period thin amounts to an average annual 
cavings of 173 million dollars. This is not a trivial sun and 
is well worth pursuing. Half cf these savings can be obtained 
through the Isp increase to 480 seconds, an improvement considered 
easily achievable. However, when one considers that the total 
average annual launch cost is 1.17 billion dollars, and that 
the rest of the operations are basically unchanged, it is obvious 
that the scale of the operations and co3t has been only moderately 
affected. 

The same comments hold true when propellant losses and 
storage problems are considered. It is accepted that for vehicle 
and storage elements of the size considered over the periods 
of time involved (two or three weeks for the OTV's and two or 
three months for the depot), that losses can be kept to a few 
percent. Again such percentages, while they represent a fairly 
large sum of money, are nat a critical percentage of the total, 
either in costs or in operational complexity. 

4.7 Other Schemes 


A conservative straight-forward approach was taken with 
this study. The only unconventional assumptions were the use 
of aerobraking and lunar produced oxygen for the Lunar Lander. 
This approach will support the lunar operations at an average 
launch cost of slightly over one billion dollars per year. 
Ko costing was performed on the other elements used for transport 
but it is to be expected that these launch costs will be the 
bulk of the actual transportation costs. 

Other schemes for lunar operations have been proposed and 
more will undoubtedly develop in the future. Some of these 
may offer significant performance gains and, if they are not 
overly constrained operationally, may prove to be superior. 

Generally, performance gains are obtained at the cost of 



flexibility, but for a large, long term project 
lunar base it may well pay to give up some general 
nd more fully optimize for the special lunar missions, 
imple. Dr. Buzz Aldrin has proposed a scheme whereby 
1 vehicle rendezvous with the Lunar Lander in a free 
is-lunar orbit rather than in low lunar orbit. The 


have to brake in and out of lunar orbit. Alno, such a system 
nay have the potential of single-stage operations frcn the shuttle 
so that the Space Station assist is not required. However, 
balanced against this is the difficulty of performing a rendezvous 
in a trana-lunar orbit and the potential losses of adding one 
more constraint (the trana-lunar orbit) to a given flight. 
Such constraints usually create a performance loss. 

The efficacy of many ouch proposals will in part depend 
upon which flight techniques are developed to state-of-the-art 
within the next twenty yearo. 



5.0 Planetary Missions 
5.1 Introduction 


The five planetary missions shown in Table 6 were examined 
to determine their impacts on the growth Space Station. Table 
7 summarizes their impacts on the Space Station. This set of 
missions* including three sample returns and two orbitcr/probeo* 
was chosen to show how the Space Station/Reusable-OTV infrastructure 
night enable more ambitious planetary exploration and also to 
examine how the use of this 07V infrastructure for planetary 
exploration would affect the growth configuration of the Space 
Station. This set of missions is an example set and not a proposed 
addition to the NASA planetary exploration program. The current 
core missions, proponed by the Solar System Exploration Committee 
of the NASA Advisory Council, (reference 7) are designed for 
single shuttle launch and have negligible impact on the Space 
Station. 

The five missions studied illustrate what can be done with 
single and two-stage space-based CTV's designed under the groundruleo 
of Section 3.0 and the rationale of 4.4.1. 

5.2 Mission Design 

Conceptual designs and in some cases detailed weight statements 
for all of the spacecraft and missions existed prior to this 
study. Delta V*s were taken from previous work in some cases, 
and calculated in a few. Table 8 summarizes the orbital mechanics 
data for each of the missions. The sections on individual missions 
provide references and spacecraft weight statements (Tables 
15 through 19). 

Using the level of detail available, mass and burn histories 
were prepared for the individual missions. Table 9 shows the 
mass/burn history of each of the five missions from the 
tranc-planetary, midcource burn on. The midcourse mas3 before 
burn in the last part of Table 9, plus adapters and other jetsam, 
must be carried to the required C 3 . This weight i3 fundamentally 
the planetary spacecraft that the OTV must launch. 

We assume that a space-based, reusable, aerobraked-OTV 
system with many other users is available. Such a system would 
not be built only for planetary missions. A 42 metric ton propellant 
OTV' design (see figure 6) was used. Section 4.4.1 discusses 
the rationale for this particular size and configuration. The 
desired mode of operation of this system would be a single-stage 
launch from LEO and an aerobraked return of the OTV to the Space 
Station. This mode of operation is applied to each of the five 
missions in Table 10. 'Table 10 shows that the Kopff, Ceres, 
and Titan missions require over 42 metric tons of propellant 
and therefore cannot be flown in the single-stage, aerobraked-return 
mode. A second set of calculations at the bottom of Table 10 
shows that the Titan mission can be flown with a single, 42 
metric ton stage if the aerobrakc is removed and the OTV does 
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TABLE 6 

PLAhTTEARY MISSICNS PERP0KW3CE SUi&MX 


* 


C3 

Type of 
OTV* 

Payload 
out of 
LEO 

LEO Total 
Departure 
Hass 

CIV 

Propellant 

load 

Propellant 
+ Payload 
(Lift Eoq.) 

Us 


(km/sec) 2 


metric 

ton3 

metric 

tons 

metric 

tons 

metric 

tons 


Kars Sample 
Return 

9.0 

1 Stage 
Reusable 

8.89 

44.03 

27.76 

36.65 

t 

\ 

Kopff Sample 
{Return 

80.7 

2 Stage, 

1st Stage 
Returns 

8.38 

92.49 

71.51 

79.89 

| 

Ceres Sample 
Return 

9.9 

2 Stage, 

1st Stage 
Returns 

43.57 

131.59 

75.47 

119.04 


Re rcury 

Orbiter 

18.7 

1 Stage 
Reusable 

5.63 

41.62 

28.90 

34.53 

J 

Titan Probes/ 
Saturn Orbiter 

50.5 

1 Stage 
Expendable 

6.34 

53.54 

41.81 

48.15 


* Isp = 455.4 sec.# all stages have a total propellant capacity of 42 metric tons. 
A = 3,731 kg, D = .0785. Stages that do not return have the aercbrake removed. 
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TABLE 7 

PLANETAR* MISSIONS IMPACTS CH TIE 

SPACE STATION 


Requirements 

Karo 

Sample 

Return 

Kopff 

Sample 

Return 

Ceres 

Sctrple 

Return 

Mercury Titan, 
Orbiter Probes? 

Saturn 

Orbiter 


o Space Station Hardware Roq. 






Ho. of CIV's Expended 
(not returned) 

0 

1 

1 

0 1 


Ito. of CIV Refurb. Kits 

1 

2 

2 

1 1 


Gantry to stack two stages 


yes 

yes 


■ 

Checkout equip, for tvo stage 
stack 


yes 

ye3 



Quarantine Module 

yes 

yes 

yes 


3 

Additional power, KW 

5 

5 

5 


| 

Additional thermal control, 
no. of standard nodules 

1 

1 

1 


1 

o Space Station Manhours Roq. 





f 

CIV Refurbishment 

52 

103 

103 

52 52 


Aerobrake Removal 


21 

21 

21 


CIV/Payload Integration & C/0 

11 

21 

21 

11 11 


Fuel, Release, and Launch 

24 

36 

36 

24 24 

| 

Rendez/Retrieve CIV using OMV 

12 

12 

12 

12 


Shuttle Rendez/Payload Removal 

3 

2 

12 

2 2 


ULV Fuel Delivery 

7 

17 

18 

7 10 

U. 

Sample Retrieval using GMV 

8 

8 

B 



Sample Analysis u Shipment 

24 

16 

16 


N i. 

Total Mission Manhours 

138 

236 

247 

106 119 

;! l 
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TABLE 8 

Summary of Delta V/C 3 Requirements 


Mission C 3 

V 

Infinity 

Burn from Launch Time 

200nm LEO Date Enrcute 

Decl. 

launch 

Rend. Mid-Crs Earth 
Delta V Correctn Return 

Earth 
Insert i 

tkm/sec)^ 

km/sec 

kn/sec 

days 

deg. 

km/sec 

fcr/sec 

km/sec 

km/sec 

Mars sample 
return 

Nctrinal case 

9 

3 

3.59 

11/18/96 304 Out 

401 Stay 
326 Return 

30.58 

0.125 

0.2 

2.027 

1.929 

Mars sample 
return 

Worst case 

10 

3.16 

3.63 

11/1/S6 


0.115 

0.2 

2.2 

1.929 

Kopff sample 
return 

80.662 

8.98 

6.41 

7/12/03 1,298 Out 5.27 

50 Stay 

854 Return 

1.651 


3.047 

0.213 

Mercury 

orbiter 

Best case 

18.7 

4.32 

4.01 

6/30/94 859 Out 

18 

3.38 

0.15 

~ 

~ 

Mercury 

orbiter 

Worst case 

27.4 

5.23 

4.38 

11/18/94 900 Cut 

28 

3.96 

0.15 

“ 

” 

Ceres sample 
return with 
Mars assist 

9.859 

3.14 

3.63 

10/29/94 1,654 Out 31.734 
30 Stay 

375 Return 

3.829 

0.481 

5.292 

0.213 

Titan Prole/ 
Saturn Orbiter 
DVEGA Traj. 

50.537 

7.11 

5.30 

4/29/93 2,666 Out - 

-18.005 

2 

0.773 

‘ 

" 



TABLE 9 

PASS HISTORY AFTER CIV SEPARATION 


Mission 

Mars 

Sample 

Return 

Nominal 

Mars 

Sample 

Return 

Worst 

F.opff 

Sample 

Return 

Mercury 

Orbiter 

Best 

Case 

Mercury 

Orbiter 

Worst 

Case 

Ceres 

Sample 

Return 

Titan 

Probe/ 

Saturn 

Orbiter 

o Earth Orbit 
Insertion 








Delta V, too/sec 1.929 

1.929 

0.213 

- 

- 

0.213 

- 

Isp, sec 

290 

290 

230 

- 

- 

230 

- 

Lambda 

0.82 

0.82 

0.9 

- 

- 

0.9 

- 

Mass before 
burn, kg 

125.02 

125.02 

102.22 

- 

- 

102.22 

_ 

Propellant 
used, kg 

61.51 

61.51 

9.20 

- 

- 

9.20 

- 

Mass after 
burn, kg 

63.50 

63.50 

93.02 

- 

- 

93.02 

- 

o Trans-Earth 
Injection 








Delta V, km/sec 2.027 

2.2 

3.047 

- 

- 

5.292 

- 

Isp, sec 

290 

290 

298 

- 

- 

310 

- 

Lambda 

0.87 

0.87 

0.85 

" 

- 

0.97 

- 

Mass before 
burn, kg 

722 

785 

3,993 

- 

- 

7,241 

- 

Propellant 
used, kg 

368 

422 

2,584 

- 

- 

5,968 

- 

Pass after 
burn, kg 

354 

362 

1,410 

_ 

_ 

1,273 

_ 
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TABLE 9 (Continued) 

HASS HISTORY AFTER CIV SEPARATION 


Mission Macs Mars Ropff Mercury Mercury Ceres Titan 

Saxple Sample Sample Orbitcr Orbiter Sample Probe/ 

Return Return Return Best Worst Return Saturn 

Nominal Worst Case Case Orbiter 


o Planetary 
Rendezvous/ 
Insertion 


De^ta V, tor/sec 

0.125 

Isp, sec 

310 

Lambda 

0.82 

Mass before 
burn, kg 

8,204 

Propellant 
used, kg 

330 

Mass after 
burn, kg 

7,874 

Midcourse Burn(s) 


Delta V, km/sec 

0.2 

Isp, sec 

310 

Lambda 

0.82 

Mass before 
burn, kg 

8,894 


0.125 

1.651 

3.38 

310 

293 

298 

0.82 

0.87 

0.87 

8,270 

8,376 

5,306 

333 

3,612 

3,634 

7,937 

4,765 

1,672 


0.2 

0 

0.15 

310 

298 

298 

0.82 

0.87 

0.87 

9,635 

8,376 

5,629 


3.95 

3.829 

2.00 

293 

310 

298 

0.87 

0.9 

0.87 

7,647 

36,494 

4,515 

5,671 

26,120 

2,236 

1,976 

10,374 

2,280 

0.15 

0.481 

0.773 

298 

310 

298 

0.87 

0.9 

0.87 

8,112 

43,570 

6,344 
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TABLE 10 

SINGLE STAGE OIV's 


i 




Mission 

Mars 

Kars 

Kopff 

Kiercury 

Mercury 

Ceres 

Titan 


Sample 

Sample 

Sample 

Orbiter 

Orbiter 

Sample 

Probe/ 


Return 

Return 

Return 

Best 

Worst 

Return 

Saturn 


Nominal 

Worst 


Case 

Case 


Orbiter 


o LED Departure, 42 iTCtric ton irax propellant single stage OIV with aercbrake 
■*Any of these stages shewing more than 42,000 kg of propellant 
will require a 2nd stage and the numbers here should be disregarded 


Delta V, km/sec 

3.59 

3.63 

6.41 

4.01 

4.38 

3.63 

5.30 

Finite burn 
loss, tar/sec 

0.1 

0.1 

1.4 

0.06 

0.07 

0.35 

1.4 

Tot. Delta V, 
km/cec 

3.69 

3.73 

7.81 

4.07 

4.45 

3.98 

6.70 

Return Delta V, 
kn/sec 

1.45 

1.50 

6.19 

1.89 

2.32 

1.78 

4.91 

Isp, sec 

455.4 

455.4 

455.4 

455.4 

455.4 

455.4 

455.4 

Kass at return 
burn, kg 

9,712 

9,823 

28,045 

10,715 

11,803 

10,459 

21,070 

Return Prop., 
kg 

2,604 

2,795 

21,017 

3,687 

4,775 

3,431 

14,042 

Outbound 

Kass before 
burn, kg 

44,031 

46,466 

214,204 

41,619 

55,116 

133,702 

125,755 

Propellant 
used, kg 

24,398 

25,941 

* 

173,304 

24,512 

34,195 

* 

77,634 

* 

95,799 

Mass after 
burn, kg 

19,634 

20,524 

40,900 

17,107 

20,921 

56,068 

29,956 

■ LEO Departure, 42 metric ton max propellant single stage OIV, no aerobrake 
no return, delta Vs and other parameters the same as returned vehicles 

Inert OIV trass, 
kg 

5,243 

5,243 

5,243 

5,243 

5,243 

5,243 

5,243 

CXitbound 

Kass before 
burn, kg 

33,687 

35,757 

80,636 

27,811 

37,096 

120,818 

53,541 

Propellant 
used, kg 

18,666 

19,963 

65,240 

16,380 

23,016 

70,153 

40,787 

Kass liter 
burn, kgms 

15,021 

15,794 

15,397 

11,432 

14,081 

50,665 

12,754 
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not return. More calculation has :!so shown that this Titan 
mission can be flown with a 42 metric ton OTV with the aerobrake 
on, if no OTV return is required. 

The Kopff and Ceres missions still require too much propellant 
and must either use additional propellant tanks, with total 
capacity in the 70 metric ton range, on a single stage or a 
second stage. Table 11 shows the mass breakdown for the two 
stage LEO launch of the Kopff and Ceres missions. Both OTV 
stages retain their aerobrakes, but only the first stage returns. 
Return of the second stages requires over 42 metric tons of 
propellant in each case. OTV's at or near the end of their 
useful life could be used for the second stages on these missions 
and for the single stage of the Titan mission. 

Table 12 shows the mass breakdown for a single-stage ex¬ 
pendable "rubber" OTV. These OTV's, though not really options, 
give an idea of the mass of a design optimized for a single 
given mission. A small kick stage would probably be used to 
further reduce launch mas3 on the Kopff and Ceres missions. 

Table 13 summarizes the Earth launch requirements for each 
mission in terms of Shuttle and ULV loads required. The hardware 
required for each mission, except for the Ceres sample return, 
is in the range of 20 to 40 % of a shuttle load to the Space 
Station orbit. The number of Shuttles required to carry hardware 
only, and propellant only, and the number of ULV's required 
to carry propellant only are all tabulated. Figure 15 is a 
bar chart of the Earth launch requirements for payloads and 
propellants. This is shown for shuttle only missions 
because the number of missions required to support planetary 
flights do not justify the development of ULV. It is likely 
however, that if the OTV infrastructure postulated exists, a 
ULV to fuel the OTV will also exist, paid for by some program 
other than the planetary. 

Table 14 shows all the constants used to size the planetary 
mission OTV's. These come from reference 2 and Eagle Engineering 
estimates. 
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TABLE 11 
TWO STAGE OIV's 


Mission 

Mars 

Mars 

Kopff 

Mercury 

Mercury 

Ceres 


Sample 

Sample 

Sample 

Orbiter 

Orbiter 

Sample 


Return 

Return 

Return 

Best 

Ivor st 

Return 


Nominal 

Worst 


Case 

Case 



o LEO Departure, two stage (7IV, 
each with 42,000 kg prop, capacity and an aerobrake. 
Oily the 1st stage returns. 

2nd Stags 


Delta V, kn/sec n/a 

n/a 

6.17 n/a 

n/a 

2.72 

Isp, sec 


455.4 


455.4 

Tanks,& engines, 
kg 


5,243 


5,243 

Mass before 
burn, kg 


55,739 


90,885 

Propellant 
used, kg 


40,950 


40,950 

Mass after 
burn, kg 


14,789 


49,935 

1st Stage 

Delta V, km/sec 


1.64 


1.26 

Return Delta V, 
km/sec 


0.365 


0.365 

Isp, sec 


455.4 


455.4 

Mass at return 
burn, kg 


7,626 


7,626 

Return prop., 
kg 


598 


598 

Mass before 
burn, kg 


92,489 


131,591 

Propellant 
used, kg 


28,218 


32,079 

Mass after 
burn, kg 


64,270 


99,512 

Total OTV Prop, 
loaded, 1st & 

2nd stages, kg 


71,510 


75,467 
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Titan 

Probe/ 

Saturn 

Orbiter 


n/a 


TABID 12 

SINGLE STAGE "RUBBER" OIV 


Mission 

Mars 

Sample 

Return 

Nominal 

Mars 

Sample 

Return 

Worst 

Kopff 

Sample 

Return 

Mercury 

Orbiter 

Bast 

Case 

Mercury 

Orbiter 

Worst 

Case 

Ceres 

Sample 

Return 

Titan 

Probe/ 

Saturn 

Orbiter 

o L0O Departure 

No aerobrake, no stage return 
single stage rubber OIV 






Delta V, kn/sec 

3.59 

3.63 

6.41 

4.01 

4.38 

3.63 

5.30 

Isp, sec 

455.4 

455.4 

455.4 

455.4 

455.4 

455.4 

455.4 

Lambda 

0.86 

0.86 

0.86 

0.86 

0.86 

0.86 

0.86 

Mass before 
burn, kg 

25,997 

28,473 

74,574 

18,568 

30,156 

123,438 

33,722 

Propellant 
used, kg 

14,350 

15,842 

56,804 

10,998 

18,829 

68,602 

23,418 

Mass after 
burn, kg 

11,648 

12,631 

17,770 

7,570 

11,328 

54,836 

10,304 



TABLE 13 

LAUNCH REQUIREMENTS 


Mission Mars 

Mars 

Kopff 

Mercury 

Mercury 

Ceres 

Titan 

Sample 

Sample 

Sample 

Orbiter 

Orbiter 

Sample 

Probe/ 

Return 

Return 

Return 

Best 

Worst 

Return 

Saturn 

Nominal 

Worst 


Case 

Case 


Orbiter 

3 Summary of Launch Requirements, 






from the surface 







Shuttle only scenario 







Shuttle capacity, 
less ASE, kg 25,000 

25,000 

25,000 

25,000 

25,000 

25,000 

25,000 

(55,000 lbs) 






* Total hardware to 







be launched,kg 9,312 

10,052 

8,523 

5,779 

8,262 

43,668 

6,492 

No. of Shuttles req. 
for hardware 0.37 

0.40 

0.34 

0.23 

0.33 

1.75 

C.26 

Total L02/H2 to 
be launched,kg 27,759 

29,455 

71,510 

28,904 

39,945 

75,467 

41,807 

Reusable 

Reusable 2 Stage 

Reusable 

Reusable 

2 Stage Non-reuse. 

1 stage 

1 stage 


1 stage 

1 stage 

1 

stage 

Tankage for 

L02/H2, kg 1,262 

1,339 

3,250 

1,314 

1,815 

3,430 

1,900 

No. of Shuttles req. 
for L02/H2 1.16 

1.23 

2.99 

1.21 

1.67 

3.16 

1.75 

Total No. of 

Shuttles req. 1.53 

1.63 

3.33 

1.44 

2.00 

4.90 

2.01 

Shuttle Derived Vehicle i 

(ULV) 






Available to carry LCK/H2 






Capacity of ULV, 
kg 113,636 

113,636 

113,636 

113,636 

113,636 

113,636 

113,636 

(250,000 lbs) 






No. of ULV's req. 
for L02/H2 0.24 

0.26 

0.63 

0.25 

0.35 

0.66 

0.37 


* This includes all propellants for the planetary spacecraft and launch adapters. 
It does not include the OIVs which are assumed to be space based. 
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TABLE 14 
OIV GOOTSTANTS 



Mission 

Mars 

Sample 

Return 

Nominal 

Mars 

Sample 

Return 

Worst 

Kopff 

Sample 

Return 

Mercury 

Orbiter 

Best 

Case 

Mercury 

Orbiter 

Worse 

Case 

Ceres 

Sample 

Return 

Titan 

Probe/ 

Saturn 

Orbiter 

1 

o OIV Constraints, Ibtal dry mass = A + B*(Propellant Weight) 

A = Al + A2, B=B1 + B2 + B3 + B4 



r 

Al, Basic, kg 

2,284 

2,284 

2,284 

2,284 

2,284 

2,284 

2,284 

! 

A2, Aerobrake, 
kg 

1,447 

1,447 

1,447 

1,447 

1,447 

1,447 

1,447 

i 

A, Total, kg 

3,731 

3,731 

3,731 

3,731 

3,731 

3,731 

3,731 

% 

Bl, Basic 

0.04545 

0.04545 

0.04545 

0.04545 

0.04545 

0.04545 

0.04545 

| 

B2, Aerobrake 

0.00805 

0.00805 

0.00805 

0.00805 

0.00805 

0.00805 

0.00805 

| 

E3, Residuals 

0.01 

0.01 

0.01 

0.01 

0.01 

0.01 

0.01 


B4, Mixture ratio & 

Isp variation 0.015 

0.015 

0.015 

0.015 

0.015 

0.015 

0.015 

£ 

B, Total 

0.0785 

0.0785 

0.0785 

0.0785 

0.0785 

0.0785 

0.0785 


Max allowable 
propellant,kg 

42,000 

42,000 

42,000 

42,000 

42,000 

42,000 

42,000 
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5.3 Marc Sample Return 
5.3.1 General Description 

The Mara Sample Return Hiasion (November, 1996 launch) 
will provide defiiled post-Viking exploration of Marc—including 
interior# surface, and atmospheric studies. In addition, it 
will provide intensive study of local areas and return unoter- 
ilizcd Martian camples to Earth orbit for analysis. The samples 
will be selected based on local studies and will require a “rover* 
for actual sampling. Specific objectives are; 

o Return camples for analysis of chronology, elemental 
and isotopic chemistry, mineralogy and petrology 
and the search for current and fossil life. 

o Intensive local studies to determine mineralogy, 
petrology, chemistry of materials, chronology 
of geologic processes, distribution and 
abundances of volatiles and surface interaction 
with atmosphere and radiation. 

o Study of the structure and circulation of the 
Martian atmosphere. 


o Study of the structures and dynamics of the Martian 
interior. 

o Mapping the global chemical and physical char¬ 
acteristics. 

o Investigate magnetic fields and solar wind inter¬ 
actions. 

Figure 16 shows the mission scenario and Table 6 shows 
the Earth departure/OTV weights. The Mars Sample Return spacecraft 
consists basically of an Orbiter and a Lander. Upon arrival 
at Mars, the Lander and the Orbiter, which are connected, use 
aerobraking and a periapsic burn to insert into an elliptical 
orbit. After orbit insertion, the Lander separates from the 
Orbiter to deorbit while the Orbiter circularizes at 560 KM. 

The Lander consists of a Mars Lander Module (MLM) carrying 
the Mars Rendezvous Vehicle (MRV), which will later carry the 
sample back to the Orbiter, with its Mars Ascent Boost Module 
(MABM), and the Mars Rover, which will collect the samples to 
be returned. After landing, the MLM deploys the Rover which 
is guided from Earth in its search for samples. The Rover deposits 
the sample in the Sample Canister Assembly (SCA) which will 
eventually be returned to Earth orbit. 

After the Rover has collected the samples it returns to 
the MLM. The SCA with its 5 kg sample is then transferred to 



the MRV with a crane-like mechanism on the MLM. The sterilized 
solid rockets on the MRV and MASK booster are used for launch 
into Mars orbit. Once the MRV achieves orbit the Mars Orbiter 
Vehicle (MOV) maneuvers to rendezvous with it. 

The Orbiter# known a3 the Mars Orbit Vehicle (MOV) contains 
the Earth Return Vehicle (ERV). The ERV in turn houses the 
Earth Orbit Capsule (EOC) which orbits Earth waiting to be picked 
up for processing at the Space Station. 

After the docking in Mars orbit of the MOV with the MRV, 

the Sample Canister is placed into the Earth Orbit Capsule. 

This is its final position for return to the Earth Space Station. 
When this transfer ha3 been completed, the Earth Return Vehicle, 

detaches from the MRV and MOV. The ERV protects the EOC with 

the SCA during the trans-Earth voyage and is jettisoned just 
before arrival. The EOC first inserts into Earth orbit, and 
then carries and protects the SCA and sample while they are 
waiting to be picked up by an OTV (Orbit Transfer Vehicle) o' 
OMV (Orbit Maneuvering Vehicle). This general description was 
derived from references 4 and 5. 

5.3.2 Spacecraft Mass Estimates 

As described previously, the Mars Sample Return spacecraft 
consists of several discrete modules. The weights of these 
modules are given in Table 15. The summary separates the spacecraft 
into three systems: Earth Return System; Lander/ Rendezvous 
System and Orbiter/Earth Departure Systems. 

The Earth Return System includes the Sample Canister, Earth 
Orbit Capsule and the Earth Return Vehicle. The Lander/Rendezvous 
Vehicle includes the Mars Lander Module and the Mars Rendezvous 
Vehicle along with the HARM booster. The Orbiter/Earth Departure 
System is the Mars Orbit Vehicle which serves as the Earth Departure 
System as well. 

A separate section is included for miscellaneous adapters 
which includes the departure bioshield and the adapter for the 
Orbital Transfer Vehicle for insertion into trans-Kars orbit 
from Lovj Earth Orbit. 

This mass properties information was derived from Reference 

5. 

5.3.3 Delta V's 

The Delta V's used for the Mars sample return mission also 
come from reference 5. The baseline trajectory includes ar. 
aerocapture into Mars orbit, a perigee raising maneuver, a lander 
deployment, a circularization maneuver, a Mars orbit rendezvous 
with the sample carrying ascent stage, trans-Earth injection 
of the sample and carrier, and propulsive earth orbit insertion 
into an orbit from which the Space Station can capture the sample 
with the OMV or OTV. The sample is inserted into a 280 km perigee. 



Mars Sample Return Scenario 

1. Stack leaves Space Station 

2. Trans-Mars Injection 

3. First stage returns 

4. Trans-Mars voyage 

5. Aerccapture an y Mars Orb i t Insert ion 

6. Jettison MOV aeroshell 

7. Lander and orb iter separate 

8. Lander enters Mars atmosphere 

9. Landing on martian surface 

10. Collect samples 

11. Launch from Mars 

12. Mars Rendezvous Vehicle injection into Mars orbit 

13. Mars Orb iter Vehicle manuevers to rendezvous with KRV 

14. Trans-Earth injection 
13. Trans-Earth voyage 

16. Earth Orbit Capsule insertion into Earth orbit 

17. OMV RENDZVOUS WITH EOC 

18. OW RETURNS EOC WITH SAMPLE TO SPACE STATION QUARANTINE MODULE 

Figure 16 
Legend 





12 hour period orbit. The Kars departure date can be picked 
so that the arrival plane coincides with any desired node. The 
arrival can thus be planned for the desired Space Station node 
biased for nodal regression during the rendezvous sequence. 
The worst case Mars departure delta V penalty for achieving 
the desired node is approximately 10% (ref. 4). 

References 4 and 6 discuss the window and delta V ranges 
associated with Space Station 0TV departure and Earth orbit 
arrival. Two opportunities for in plane departure occur every 
50 days due to nodal regression of the Space Station plane. 
The worst departure delta V penalty from the Space Station orbit 
is less than 2% of the minimum delta V for the 1996 mission 
opportunity (ref. 4). 

Table 8 shows the delta Vo of interest for Space Station 
impact purposes. Table 8 delta V's and spacecraft weights feed 
into Table 9 where the LEO departure weight is determined. 
There are some delta Vs in the Mars mission, ouch as lander 
deorbit, landing, and ascent burns, and Mars orbiter circularization 
and rendezvous maneuvers that are book-kept in the weight 
statements. 

The Mars Sample Return Hission has been well studied and 
good orbital mechanics data is available. Several trade studies 
of various mission scenarios have also been conducted and are 
in process as of this date. 

5.3.4 Space Station Impacts 

Figure 17 shows a Mars Sample Return Vehicle being mated 
to an OTV at the Space Station. Table 7 summarizes the impacts. 
The major impact on the Space Station of mission departure is 
the OTV turnaround and payload integration. An OTV must be 
refurbished, the payload mated, the stack must be checked out, 
fueled, released, and launched. The returning OTV must be re¬ 
trieved. A tanker must be docked to replenish fuel supplies. 
Table 7 shows an estimate of manhours on-orbit required to do 
all this. Sections 6.2, 6.3, and 6.5 provide more information 
on these impacts. 

Retrieval of the returned sample will cause the greatest 
impact on the station. A 3iological Quarantine Module will 
be added to the Station to handle and repackage the returned 
sample for shipment to Earth on a shuttle. The Quarantine Module 
is an environmentally isolated module in which the sample can 
be packaged in a biologically disaster-proof container for shipment. 
Some minimal testing can also be done in the Quarantine Module. 
Section 6.4 discusses the Quarantine Module in more detail. 
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Iars Sample Return Spacecraft - OTV Mating 
. AO TV 

Mars Sample Return Spacecraft (inside aeroshell) 
OTV Hangar 
Mobile RMS 

OSM (PROPELLANT STORAGE MODULES) 


Figure 17 







TABLE 15 Kars Sample Return Mission Weight Statement 



Description 


Item (kg) Totals (kg) 


EARTH RETURN SYSTEMS 

SAMPLE CANISTER ASSEMBLY 
SCA 
SAMPLE 
TOTAL SCA 


15.0 

5.0 

20.0 



EARTH (KBIT CAPSULE 


OOKJSJNICATICNS 

1.6 


POWER ASS El-3 LY 

3.8 


THERMAL CONTROL 

3.0 


SRM IGNITER ASSEMBLY 

0.3 


GRAPPLING & RECCWERY 

SCA MONITOR TO 

1.2 


CCETTACT ASSEMBLY 

1.4 


BUS SmUCTURE 

10.2 


OO/El ASSEMBLY 

2.4 


MECHANISMS (MISC.) 

0.7 


RETENTION PINS 

0.6 


SUBTOTAL 


25.2 

CCNTIN3EJCY 

4.8 


VDi. TOTAL (DRY) 


30.0 

+ SCA 

20.0 


TOTAL 


50.0 

EARTH OK3IT INSERTION FR0P. 



SRM PROPELLANT (3 SFKS) 

*61.5 


SRM STRUCTURE 

13.5 



TOTAL EOC 


125.0 
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TABLE 15 Kars Sample Return Mission Weight Statement 
(Continued) 


Description 

Item (kg) Totals (kg) 


EARTH RETURN VEHICLE 




TELECOM 

18.5 



POWER 

20.4 



COMMAND & DATA HANDLING 

14.0 



ATTITUDE & POINTING CTRL 

13.7 


, 

EOC IATCI 1/ UNLATCH 

2.8 


! 

EOC SEP SPRINGS 

1.0 



SRM SAFE/ARM BOX 

2.2 



FYRO UNITS (2) & SQUIBS 

1.8 


$ 1 

BUS AND SUPPORT 

27.0 


v i 

STRUCTURE 




TEMP CONTROL 

8.9 


\ r * 

CABLING 

11.0 


is ! 

SUBTOTAL 


121.3 


CONTINGENCY 

11.2 


• / 

TOTAL (DRY) 


132.5 

j 

RCS: INERTS 

10.0 



SUPPORTS 

1.2 



PROPELLANT (H2N4) 

30.6 


3 i 

VEHICLE TOTAL 


174.3 

\ 1 

TOTAL INCL ERV+EDC 


299.3 


TRANS EARTH INSERTION PROP.: 


r 

SRM PROP 

367.6 

290 Isp 

i 

SRM STRUCTURES 

54.9 


: i 

TOTAL INCL. ERV+TEI PROP 


596.8 

I 

TOTAL EARTH RETURN SYSTEM 


721.8 

1 

(ERV+TEI PRGP+DX) 
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TABLE 15 Mars Sample Return Mission Weight Statement 
(Continued) 


Description 


Item (kg) Totals (kg) 


STAGE 2 

PROPULSION: 

SRM FROPELIANT 
SHM BURNOUT MASS 
SRM SUPPORT 

TOTAL STAGE 2 
VEHICLE TOTAL 

(MRV + SCA+PROP STAGE 2) 

STAGE 1 

INTERSTAGE ADFTR 
SEPARATION DEVICES 
CABLING 
PROPULSION: 

SRM PROPELLANT 
SRM BUFNOUT MASS 
SRM SUPPORT 

TOTAL STAGE 1 
CUMULATIVE WEIGHT 


228.5 

31.5 

7.3 


30.2 

4.0 

2.0 

1142.7 

138.8 

32.0 


(MKV + SCA + STAGE 2 + STAGE 1) 


MARS ASCENT BOOST MODULE 
SUPPORT TIJJSS 
SAFE/ARM BOX 
SEPARATION DEVICES 
MLM RELEASE MECH 
CABLING 

HEAT+FLUMS SHIELDS 
TOTAL (DKA) 

PROFULSION: 

SRM PROPELLANTS 
SRM BURNOUT MASS 
SRM SUPPORTS 

TOTAL MABM 

CUMULATIVE TOTAL WEIGHT 
(MRV + SCA + STAGE 1 + 
STAGE 2 + MABM) 


280 Isp 


267.3 

565.9 


280 Isp 


1349.8 

1915.7 


58.4 

2.2 

9.0 

2.8 

3.6 

8.5 


515.4 

76.8 

17.7 


280 Isp 
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•CABLE 15 Mars Semple Return Mission Weight Statement 
(Continued) 



Description 


Item (kg) Totals (kg) 



MARS LANDER MODULE 

TLOl: IGA+ICAKDAX 1.9 

WAVEGUIDE, ROT JOINT 1.8 

POWER: RTG 14.9 

SHUNT REG. 3.2 

SHUNT RAD. 4.9 

CTL./DIST. 7.8 

CDH: REMOTE UNIT 6.0 

ARC: RADAR ALT+1DLR 31.6 

PENDULOUS SENSR 1.8 

ANTENNA ACT. 3.6 

PYRO UNIT (2) , 4.4 

SQUIBS (40) 

SAFE/ARM BOX 2.2 

THERMAL CONTROL 7.0 

PLUME DEFLECTORS 2.8 

RTC COCLING SYS. 12.0 

CABLING 16.0 

DEVICES: 

MKV RELEASE 1.8 

AEROSiELL RELEASE 1.6 

ANT. BOOM RELEASE 0.6 

PARACHUTE RELEASE 1.2 

LAND. LEG RELEASE 3.6 

ROVER RELEASE 4.8 

fUSC. RELEASE 3.0 

MRV U.MBIL. SEP. 3.8 

ROVER LTB. SEP 2.4 

RO/ER DEPLOYMENT 18.0 

ANT. BOOM CAN+KAST 4.7 

SCA XFER, DEV. CAN 7.4 

+ MAST 

MR/ EREC. DRIVE 22.0 

MRV ROTAIN DRIVE 8.2 

EWD. TIEDCWN, 2.6 

LATQi/RELEASE 

VERTICAL PHASE 1.8 

CAB ID RELEASE 

LANDIfG LEG 15.0 

DEPLOY/AEOUST 
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TABIE 15 Kirs Sample Return Mission Weight Statement 
(Continued) 


Der.cri{tion ltcra (kg) Totals (kg) 


FOWLS: 

scear panels wrni 17.0 

SUBSTRATE 

BATTERIES 25.2 

BATTERY CHARGER 3.4 

condition i:c control 7.6 

DisiKnsrrioN 3.8 

ATTITOES TO rCLVrilJG CONTROL: 

SUN Si:SOI (2) 1.0 

STAR SIKSGR (2) 5.4 

IRU (2) 6.4 

ACGILERCKLTOR 0.7 

AOCELSSOTSt ILLCT 2.3 

ANTENTCA ACTUATORS (2) 3.6 

3.2 

IV CAMERA ACTUATORS 2.5 

ATT. CTO IIXCTK.'CS 14.G 

COWARD* TATA HANDLING: 

ail haw unit (2) 11.6 

DATA S2C3VCS (2) 2.4 

TV CAMEIA W/ELECTRCNICS 3.0 

TEMPERATURE CONTROL: 

INSULATION 7.6 

LXVERS 6.8 

HEATERS 1.8 

FYRO UNIT(2) , SQUIBS(20) 4.0 

KBJDEZV0US*DOCKnC GUIDE. 12.0 

BOW. 

SPIN TABLE H.DRIVE 10.4 

MECHANICAL DEVICES: 

SOLAR rANEL LEFLXT. 4.2 

SOLS# P,ViEL+!CA 3.4 

CAMPERS 

iCA B0DM LATCH/ 2.2 

RELEASE 

TV GNMiSA DCOM LATCH/ 1.0 

RELEASE 

KEC RELEASE/SEPAR. 4.2 

BIOSHIELD RELEASE 3.3 

EfV UM3IL. RETRACT 1.2 

ERA RELEASE/SI? 4.2 

COCK US ONE RELEASE 2.0 

GTBLRC. 16.0 
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^ TAD Li: 15 tticu Sarplo return Mission Height State-rent 


(Continued 


J Doner ijtitcj 

Iten (kg 

Totals (kg) 

STRUCK 



AVTWCA fSJPJ’ORTS 

5.2 


» few .'yro+uRAaa.Ts 

13.6 


ika ivxw 

3.6 


7/ CAMEPA BOOM 

2.4 


sclar r;-:;fx 

4.8 


arauoais’s 



oocki.'c ca;E h/spts 

9.5 


iiua^r:.\u;ivnocKi:i3 

3.6 


t SLTKlff RUG 



ebv iirricjns and 

16.4 


GUIDES 



;* BUS 

58.0 


■ 1 KECL3I03(IiXI) SOFTS 

104.6 


1 SLTTOXAL 


453.9 

1 ocr»Ti:ce«n: 

44.3 


1 TOTAL IV/ (KV) 


493.2 

yo/ AEFttUELL 

617.2 


5 F?.Cs\JI£lCf) C!.TO/K>0i3: 



8 stkictoiie ,vo 

176.6 


I SUFiO.RlS 



f r.RCril.IANT'-TOM 

565.5 

310 IGD 

| PFOPZIAVP-JDI 

330.0 

310 Isp 

.. Kc-sLiAvr-crarr qrc, 

116.9 

310 Isp 

sibtotal reoPHiAvrs 


1012.5 

TOTAL 'i!V.';S-y,\RS (WET) 


2304.5 

CUKLTATH'E TOTAL 


8893.7 

(Alii SYSTEJS) 



/^Pr^^'MISaiiALFCIJS TOUIFMCJT 



• BIOS-HELD 

146.7 

2.5% CF LANDING 



VEHICLE PASS 

''"“N TOTAL EWBCTED PASS 


9040.4 

CENTAL” ADAPTER 

271.2 

3.0«CF IMJECTED 



PASS 

• : TOTAL LALCUI MASS 


9311.6 






5.4 Conet Kopff Nucleus Sample Return 
5.4.1 General Description 

The Comet Kop£f Nucleus Sample return scheduled £or launch 
in July, 2003, will be a follow-on to previous comet flyby and 
rendezvous missions. The return of a comet nucleus sample will 
enable detailed studies of what arc probably the moot chemically 
primitive bodies in the solar system. The mission will utilize 
information from the previous missions for preliminary cample 
site selection and Sampler configuration selection. 

The specific objectives of this mission are similar to 
those of a comet rendezvous mission with one notable exception: 

o Return of camples for analysis of molecular and 
elemental abundances, concentrations of water 
and carbon dioxide ices, physical state of surface 
material, local inhomogeneity, and critical isotopic 
ratios. 

o Produce high level topographic map of nucleus. 

o Characterize change in nucleus, coma and tail 
through perihelion passage from both the nucleus 
surface and from orbit around the nucleus. 

o Study in detail the size, mass, shape, and rotation 
of the nucleus. 

o Study in detail the hydrodynamics of gas and 
dust flow. 

o Study in detail chemical kinetics of parent and 
daughter molecules in the coma. 

o Study in detail the solar wind interactions. 

To accomplish many of the detailed characterizations, a 
long duration Lander will be required in addition to the Samplers. 
Two Samplers will be used, one with a Lander, which will stay 
on the nucleus and one without a Lander. The configuration 
for the ice surface shown in reference 8 is the heaviest and 
will be used as a baseline. 

Figure 18 illustrates the scenario for both the Kopff and 
Ceres Sample Return Missions. A stack of two 42 metric ton 
propellant capacity OTV's departs the Space Station. Table 
6 summarizes the mass breakdown and Table 11 provides detail. 
The second stage does not return and its aerobrake is removed 
prior to launch. 





{ES 0R KoPrf Sample Return Scenario 
Stack departs Space Station 

MHbT STAGE BUR?,-, SEPARATION AND RETURN TO SPACE STATION 

Second stage burn, Trans-Ceres/Kopff voyage 
Spacecraft rendezvous and asteroid/comet survey 
Lander on surface, spacecraft in or3it 
Spacecraft recovers samplers and departs for Earth 
Trans-Earth voyage 

Carrier and Earth Orbit Capsule separate 
EOC aerocapture for Earth orbit insertion 
Circularization above Space Station orbit 

Module' endezvous w,th eoc and return to Space Station Quaratine 


Figure 18 
Legend 




The spacecraft will rendezvous with the conet and select 
sampling sites for undisturbed subsurface material. After sample 
site selection the Sampler/Lander is deployed. An additional 
site is then selected for the second Sampler and it i3 deployed. 
Once a sample has been taken, the sample return vehicle returns 
to the Orbiter leaving the Lander or landing gear on the nucleus. 
The Lender continues to function as a weather station on the 
comet. 

The spacecraft will provide thermal and environmental protection 
for the samples during the trans-Earth voyage and as in the 
Mars Sample Return mission, it will be jettisoned prior to Earth 
orbit insertion leaving only a sample assembly in the Earth 
Orbit Capsule. The Earth Orbit Capsule aerobrakes into Earth 
orbit and is retrieved to the Space Station with an OMV and 
placed in the Quarantine Module. 

The general description of this mission comes from reference 


5.4.2 Spacecraft Mass Estimates 

The mass statements for this mission are found in Table 
16. As with the Mars Sample Return Mission, the masses are 
broken down into systems: 

o Earth Return System is the Earth Orbit Capsule 
(Ref. 17). 

o Lander/Rendezvous Systems include the Nucleus 
Lander and Samplers (Ref. 8). 

o Orbiter/Earth Departure System includes a Mariner 
Mark II Spacecraft configured for a comet rendezvous 
mission (reference 9) and adapted for the Samplers 
and Lander. This is a round trip spacecraft 
as it will also serve as the Earth Return Vehicle. 

5.4.3 Delta V's 

The delta V's used for the Kopff sample return wore provided 
by Alan Friedlander of Science Applications. The Kopff sample 
return mission has not been extensively studied. As a result 
no window data is available. Window data from reference 6 indicates 
a variation of lOfc in total delta V required over a 20 day Space 
Station launch window for a 1994 Tempel/2 rendezvous. Variation 
in total delta V over 360 degrees of possible station nodal 
locations was 3%, assuming best date launch. 

Table 8 shows the Delta Vs required. This is a ballistic 
trajectory. Aerocapture into Earth orbit with a circularization 
burn is used on the return. Kopff has a period of 6.4 years. 
A rendezvous mission to Kopff on its orbit prior to this one, 
launching in July 1990, has been studied. 


82 




5.4.4 Space Station Impacts 


Two OTV• s must be stacked, integrated, checked out, and 
fueled for this mission. The aerobrake must also be removed 
from the second stage, which does not return. Table 7 summarizes 
the impacts and the on-orbit manhours. Sections 6.2, 6.3, and 
6.5 provide more information on some of these operations. 

As with the Mars Sample return mission, the Quarantine 
Module causes the biggest impact on the Space Station. The 
environmentally isolated Quarantine Module will be added to 
the Station to handle and .epackage the returned sample in a 
biologically disaster-proof container for shipment. Section 
6.4 provides more information on the Quarantine Module. 
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Table 1G, Kopff Nucleus Sample Return Weight Statement 




Table 16, Kopff Nucleus Sample Return Weight Statement 
(Continued) 


SUBTOTAL 138.8 

COtTTIfGQJCY (15%) 20.82 

DRILL/RETURN VD1ICLE 29.1 

TOTAL SAMPLER/LANDER 188.72 

ORB ITER/EAR!)1 DEPARTURE SYSTEM 


MARINER MARK II SPACECRAFT (KMII) 

SCIENCE EQUIPMENT SIBSYSTEM CRAF MISSION 


SSI NA CAKEKA+ELEXTRCN 21.40 
SSI WA CAMERA (Si 10 ELE 9.60 
IMAGING VISUAL AND IR 12.00 
SPECTROMETER 

GAMMA RAY FENETRATOR 19.90 
GRS ANTENNA/RECEIVER/ 6.00 
SUPPORT 

NEUTRAL MASS SFECTRQME 13.00 
ION MASS SPECTROMETER 9.00 
DUST COUNTER 5.10 

DUST ANALYZER, PARTI CL 12.00 
DUST’ ANALYZER, BULK 11.00 
MAGNETOMETER 2.50 

CALIBRATION COIL 0.50 

PLASMA WAVE SPECTRCMET 4.70 
SCIENCE CALIBRATION TA 3.00 
SUBTOTAL 129.7 

ENGINEERING SUBSYSTEMS 

STRUCTURE SUBSYSTEM 177.1 
RADIO FREQUENCY SU3SYS 24.5 
POWER/PYRO SUBSYSTEM 102.6 
OOMMANDfDATA HANDLING 23.8 
SUBSYSTEM 

ATTTTUDE+ARTICULATION 85.4 
CONTROL 

CABLING 51.0 

THERMAL OONTRCL SUBSYS 58.0 
DEVICES SUBSYSTEM 25.3 

DATA STORAGE 8.9 

SUBTOTAL 556.6 

SUBTOTAL 686.3 

CONTINGENCY 115.3 

TOTAL MMII (DRY) 801.6 
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Table 16, Kopff Nucleus Sample Return Weight Statement 
(Continued) 


Description 


Item (kg) Totals (kg) 


PROPULSION: 

PRQPU.SICN STRUCTURE 
ICS HCPELLANT 
DELTA V PROPELLANT 
TOTAL Kill (WET) 

TOTAL INJtCTED WEIGHT 

AIVVITERS/MISGSLIANEEUS EQUIPMENT 

LAUNCH VHIICLE ADAPTER 

TOTAL COV SEPARATION WEIGHT 


995.6 

50.0 

6195.3 298 Isp 

8042.5 

8376.4 


146.3 

8522.7 
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5.5 Ceres Rendezvous/Sample Return 

5.5.1 General Description 

The Ceres Rendezvoun/Sample Return Mission (October, 1994 
launch) may be ambitious for 1994, but is included here to demon¬ 
strate capability. Although their origins may be different, 
asteroids, like comets, represent relatively primitive bodies. 
A sample return will allow detailed analysis which should provide 
insight into solar system evolution. 

The specific objectives of this mission are as follows: 

o Return samples for analysis of molecular and 
elemental abundances, concentrations of ices, 
physical state of surface material, local homogeneity, 
and critical isotopic ratios. 

o Produce high resolution topographic map. 

o Characterize the asteroid including size, rotation, 
albedo, mass, density, magnetic field, and solar 
wind interaction. 

This mission, including samplers and carrier spacecraft, 
will be the same as a Comet Kopff Sample Return Mission, except 
the carrier will be configured for an asteroid. Figure 18 shows 
the scenario. Table 6 summarizes the OTV/launch weight breakdown. 
More details are found in Table 11. Sampler details are found 
in reference 8 and MMI1 Carrier details in reference 9. 

5.5.2 Spacecraft Mass Estimates 

The spacecraft is similar to the Kopff sample return spacecraft 
except that the Mariner Mark II is configured for asteroid rendezvous 
instead of comet rendezvous. Table 17 is the spacecraft weight 
summary. 

o Earth Return Systems are the same as Comet Earth 
Return System described previously and in Reference 
17. 

o Rendezvous/Landing Systems again are the same 
as the Comet missions. (Reference 8) 

o Orbiter/Earth Departure System is the Mariner 
Mark II spacecraft configured for main belt asteroid 
observation as described in reference 9. This 
system is also the Earth Return Vehicle. 
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5.5.3 Delta Vs 

Ceres trajectory information was provided by Science Applica¬ 
tions, Inc. (SAI). A study of outbound trajectories was available 
off the shelf, but the return trajectory had to be run. Ceres 
outbound ballistic trajectories with no Mars gravity assist 
typically required 5 to 7 km/sec delta Vs to rendezvous with Ceres 
as well as initial C 3 's of 40 to 164. The best no-Mars-assist 
trajectory required a total delta V of 10 km/sec. These high 
delta V requirements, along with a sample return, produced unreason¬ 
ably large vehicles, so the double-Mars-gravity-assist trajectory 
which has a much lower total outbound delta V requirement was 
chosen. Return trajectories using single and dual Mars swingbys 
were searched but the best trajectory found was only around 
200 m/sec better than the optimum direct return, at the expense 
of 700 days added trip time. The departure date for a Mars 
assist return for the given outbound leg is in July 2000, meaning 
a 1.2 year stay time. We therefore chose a direct return. 
Mars gravity assist trajectories exist for Ceres return legs, 
but not for our given outbound leg (ref. 10). More analysis 
might uncover a mission with practical outbound and return Mars 
gravity assist trajectories. 

Earth orbit insertion will use aerocapture with a circulari¬ 
zation burn and Space Station or Shuttle rendezvous. An OTV 
or OMV would bring the sample to the Space Station. Return 
launch date would be adjusted to insert the sample into the 
Space Station plane. 

5.5.4 Space Station Impacts 

This mission requires a two stage stack and is very similar 
to the Kopff mission in terms of its' impacts on the Space Station. 
Table 7 summarizes the impacts. As with the other two sample 
return missions, the two OTV's must be retrieved, refurbished, 
stacked, integrated, checked out, fueled, and launched. The 
aerobrake must be removed from the second stage OTV, which will 
not return. Sections 6.2, 6.3, and 6.5 discuss these operations 
in more detail. 

The returned cample will be retrieved to a Quarantine Module 
as discussed in the previous missions. Section 6.4 discusses 
the Quarantine Module. 





Table 17, Ceres Sample Return Weight Statement 


Description 


Item (Kg) Totals (kg) 


EARTH RETURN SYSTEM 

EARTH ORBIT CAPSULE 


SAMPLE CANISTER ASSEMBLY 

60.0 


INCLUDES 10 KG SAMPLE 

AERCBRAKE SHIELD 

28.0 


TOTAL 

4.0 

88.0 

CONTINGENCY 


TOTAL (DRY) 


92.0 

PROPULSION: 

STRUCTURE 

1.0 


PROPELLANT 

9.2 



TOTAL EARTH ORBIT CAPSULE 102.2 


230 Isp 


RENDEZVOUS/IANDING SYSTEM 
DRILLING SAMPLER 


SCIENCE 

0.0 

COMMAND AND DATA HANDLING 

1.5 

TELEXjCIJTJNICATION 

1.2 

AACS 

1.6 

REACTION (DNTRCL SYSTEM 

2.4 

PCWER/PYRO 

3.8 

STRUCTURE 

13.0 

THERMAL CCOTROL 

2.5 

CABLING 

0.5 

DEVICES 

5.8 

SUBTOTAL 


NITROGEN FROPELLANT 

0.9 

CONTINGENCY (30%) 

9.7 


TOTAL SAMPLER 


89 


S* * :■'» ■ 






Table 17, Ceres Sample Return Weight Statement 
(Continued) 


Description 


Item (kg) Totals (kg) 


DRILLING SAMPLER/LANDER 

SCI DICE 14.0 

COMMAND AND DATA HANDLING 16.0 

TE22- COMMJNICAT •ON 11.2 

AACS 0.0 

REACTION OCNTOCL SYSTEM 0.0 

FCWER/PYRO 30.0 

STRUCTURE 42.5 

THERMAL CONTROL 9.6 

CABLING 5.0 

DEVICES 10.5 

SUBTOTAL 138.8 

CONTINGENCY (15%) 20.8 

DRILL/RETURN VEHICLE 29.1 

TOTAL SAMPLER/LANDER 188.7 

ORB ITER/EARTH DEFARTURE SYSTEM 

MARINER NARK II SPACECRAFT (MMII)-NBAR MISSION 

SCIENCE EQUIPMENT SUBSYSTEM 

SSI NA GUUERA+ ELECTRCNICS 21.40 

INFRARED REFLECTANCE 18.00 

SPECTRAL MAPPER 

X-RAY St^CTROMETER 14.00 

GAMMA RAY SPECTROMETER 14.00 

RIG SHIELD 19.00 

ACTIVE SHIELD 10.00 

MAGNETOMETER 6.00 

CALIBRATION COIL 0.45 

SCIENCE CALIBRATION TARGET 2.10 

SCIENCE SUBTOTAL 105.0 
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Ta£>leJ7, Ctercs Jkrple Return Weight Statecer.t 
(Continued) 


Itcc (kg) Ttotala (kg) 


ccn.-asnc anirjs-ras 


STJSJCTORK SCHSYSTS* 

277.3 

RADIO IHiCC‘?CY d SvSYSTCH 

24.5 

paax/Who ttiiavsKn 

111.8 

cxyjix>> CVCA IVi.Zt .ING 

Z3.8 

•nuraniji 

/,rrniTX*/A'Tia;LAT:af) 

02.5 

ca.Tsa. 

CAHLJJC 

51.0 

TUCWX rariT’O. jaiiSYSTiTt 

69.9 

DEVICES Stt&ttnUN 

36.6 

DATA SiQ’JGZ 

8.9 

tSdNCOUW &3TOIAL 


RRCZSi: 

VEHICLE K 33 TOIAL 
ax.TircKia* 

TOLU. f?UI (CRY) 

FTCR-LS 1C?.’: 

snssxsvai 
pcs nv?nui?r 
DEXIA V nCHXIA*.? 

TOIAL KK1I CWLT) 

TOLU, DUBCTED WEIGHT 

^jYurrn^KisaiiANDX’S muiwsn 1 

lAL'NQ! VEHICLE AE&PTER 


serr AFn.iG\DLE 


40S7.7 

50,0 

38785.84 


43E59.7 

44193.5 


98.3 KBAR MISSION 


310 lop 


TOTAL CLV SEPARATION KniGifT 


44291.8 



5.6 Kercury Orbiter 

5.6.1 General Description 




The Kercury Orbiter mission (June 1994 launch) ia a follcw-cn 
mission to the Mariner 10 flybyn in 1974. An orbiting npacecraft 
allows close study of Mercury's topology# morphology# mineralogy# 
and magnetic field and its interaction with the solar wind. 
A detailed surface nap can also be produced. 

!io references were located providing specific scientific 
objectives for a Mercury Orbiter mission. 

Figure 19 chows the mission scenario. The mission can 
be flown with one QTV which returns. 

5.6.2 Spacecraft Mass Estimates 

The weight statement for the Kercury Orbiter in contained 
in Table 18. Again the masses arc divided into systems. There 
is no Earth Return or Rendezvous/Landing System for this mission. 
The Orbiter/Earth Departure System in a Mariner Karte H spacecraft. 
Since there are no detailed scientific objectives# no specific 
instrumentation has been selected. The weight summary includes 
all of the instrumentation shown in reference 9. 

5.6.3 Delta V's 

The Delta V*n used for the Kercury Orbiter mission cose 
from reference 6. Window data from reference 6 allows us to 
select a worst case. The worst case chosen assumes launch at 
the worst possible station nodal location, but at the optimal 
launch date. Table 8 shows the nominal and worst case delta 
V*c. 


5.6.4 Space Station Impacts 

The only impact of thi? mission on the Space Station is 
the effort (shown in Table 7) required to refurbish, integrate# 
checkout, fuel, launch, and retrieve one OTV. This makes the 
Kercury Orbiter mission virtually the same as any Geosynchronous 
OTV mission. Sections '.2, 6.3, and 6.5 discuss these operations 
in more detail. 


•••'V i-niNC*. FACIE PtANK NOT 
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Mercury Orb iter Scenario 

1. Stack departs Space Station 

2. Trans-Mercury injection 

3. OTV RETURNS TO SPACE STATION 

Trans-Mercury voyage 

5. Mercury orbit insertion 

6. Data collection 


Figure 19 
Legend 




Tssfale 18, Mercury Orbiter Weight Statement 



Description 


I teas (kg) Tbt.nls (kg) 


f 

'i 


EARTH rciugj SYSTEM 


JCC APPLICABLE 


FDiDE2V0U^L/»DI!G SYSTEM 



MARINER MARK II SPACECRAFT (mil) 
SCIE2JCE EQUIPft&fr SUBSYSTEM 


SSI HA CAMERA* O^CTRCmCS 

21.40 

SSI WA GTuKEPA <1210 ELECT) 

9.60 

IMAGING VISUAL AND IR 

12.00 

SFscnsxCTEa 


XKfttARSD ROLSCTAKCE 

18.00 

SPECTRAL MAPPER 


THERMAL IR SPECTRAL 

8.00 

RADZOKEIER 


X-RAY SI^XTROKETER 

14.00 

GAKHA PAY SPECTROMETER 

14.00 

rk; sjield 

19.00 

ACTIVE SIIELD 

10.CO 

GAMMA FAY PENEIRATOR 

19.90 

GRS AOTB«A/RIXEIVER/ 

6.00 

SUPPORT 


NEUTRAL MASS SPECTRCCSTd 

13.00 

IGJ MASS SPBCnOSIER 

9.00 

DUST COUNTER 

5.10 

COST ANALYZ ER, PARTICLE 

12.00 

DUST ANALYZER, BULK 

11.00 

DUST DETECTOR 

5.00 

ENERGETIC PARTICLE DETECTOR 

9.00 

HAS vETOf-STER 

6.00 

MAGNETOMETER 

2.50 

CALIBRATION (DIL 

0.45 

PLASMA WAVE SPECTROMETER 

4.70 

PLASMA ANALYZER 

10.00 

PLASMA WAVE ANALYZER 

6.00 

ROTO-STER 

5.00 

RADAR MAPPER 

28.00 

RADIO SCIENCE 

5.00 

SCIENCE CALIBRATION TARGET 

2.10 
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Table 18, Mercury Orbiter Weight Statement 
(Continued) 


Item (kg) Totals (kg) 


i ■ ii 


SCIDKE CALIDRATICt) TARGET 

3.00 



SCIWCZ CALIHRATICH TARGET 

3.20 



RADIO RQJtf HARDWARE 

20.08 



RECEIVER 




RADIO RELAY HARDWARE 

3.06 







SCI1T(CE SUBTOTAL 


315.1 


ENGINEERING SUBSYSTEMS 




S7VDCIUKE SUBSYSTEM 

207.7 

SOT? MISSION 


RADIO FREQUilJCY sibsystem 

20.0 

SOTP MI SSI CP 


FOKER/PYRO SUBSYSTEM 

102.6 

CRAF MISSION 


CCKMASDfDATA HA),TILING 

23.8 

GENERAL 


SUBSYSTEM 




/YmTUDE+ARTICULATICN 

85.4 

CRAP HISS ICN 

(WC> 

OCfiROL 




CABLING 

52.0 

sotp mssiaj 

(WC) 

thermal control sibsysteh 

76.5 

UrV? MISS Id (EC) 

DEVICES SUBSYSTEM 

36.6 

(TAP MISSION 

UJC) 

DATA STORAGE 

8.9 

GENERAL 


BGDPESUNG SUBTOTAL 


613.5 


PROOE 




NOT APPLICABLE 




VEHICLE SUBTOTAL 


928.6 


contingency 

150.0 

(ASSUMED) 


TOTAL MMII (DRY) 


1078.6 


PROPULSION: 




STRUCTURE 

585.1 



RCS KOPELLAVT 

50.0 



DELTA V PROPELLANT 

3915.6 


298 

TOTAL mil (WET) 


5629.2 



ORB ITER/EARTH DEPARTURE SYSTEM 


SEE Rfj;DSZVCUS''LANDI»G SYSTEM ADO/E 











5.7 Saturn Orbiter/Hultiple Titan Probes 

5.7.1 General Description 

The Saturn Orbiter/Hultiple Titan Probes mission (April 
1993 launch) will provide detailed information on both Satur; 
and Titan. The Saturn Orbiter portion of this mission wil. 
help us better understand this assembly of satellites, £iel< 
phenomena, ring3, and giant planet. 

The specific objectives includes 

o Determine three-dimensional ring structure. 

o Characterize satellite compositions. 

o Measure three-dimensional magnetosphere structure. 

o Study the behavior of Saturn's atmosphere at 
the cloud level. 

o Detailed studies of some of the satellites including 
regional mapping of Titan's surface. 

The Titan probes will be used to study the atmosphere o 
Titan at various locations. This atmosphere is believed t- 
resemble the pre-life Earth atmosphere. 

The specific objectives of each probe include: 

o Determine the structure and chemical composition 
of the atmosphere. 

o Study the exchange and deposition of energy with 
the atmosphere. 

o Characterize the surface morphology on a local 
basis. 

References 9 and 11 contain details of the science objectives 
Figure 20 shows the mission scenario and Table 6 shows the OTV/launc 
weight breakdown. 

5.7.2 Spacecraft Hass Estimates 

Again, a Mariner Hark II spacecraft will be used. Refereno 
9 shows the configuration of the spacecraft and reference 1 
provides the details of the first probe. The additional probe 
will be the same except that they will have the propulsion require 
for deorbit. Table 19 contains the spacecraft weight breakdown 
The Earth Return System is not used for this mission. The Rendez 
vous/Landing System includes the probes, and the Orbiter/Eart 
Departure System is the MHII spacecraft. 
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Saturn Orb iter / Titan Probes Scenario 

1. Stack departs Space Station 

2. Trans-Saturn injection and OTV separation 

3. Trans-Saturn transfer voyage 

4. Release of first probe for direct entry 

5. Saturn orbit insertion and entry of first Titan Probe 

6. Orbit Saturn 

7. Release subsequent Titan Probe 


Figure 2G 
Legend 





5.7.3 Delta V's 


Titan Probe/Saturn Orbiter trajectory information was supplied 
by SAI. No window data was available. Reference 12 contains 
other potential mission dates. _ 

The Saturn Orbiter was placed in a 1.51 x 10 b by 24.4 x 
10 5 km orbit around Saturn with a periap3io burn. More study 
of this arrival is required to insure the timing will work put. 
1.51 x 10 3 km is 2.5 x the radius of Saturn. 24.4 x ID 5 km 
is the cubital altitude of Titan. Insertions into circular 
orbits at these two altitudes were also considered but required 
much higher delta V's. 

5.7.4 Space Station Impacts 

The aerobrake of the single, one-way OTV boosting this 
mission must be removed. The mission can also be flown with 
the aerobrake on with some payload penalty. The OTV must also 
be refurbished, stacked, integrated with the payload, checked 
out, fueled, and launched. More discussion of these impacts 
is found in sections 6.2, 6.3, and 6.5. Since the OTV does 
not return, another must be launched and assembled. This last 
operation should not bo charged entirely to this mission however, 
since the reusable OTV's can only be used a limited number of 
times, and will have to be disposed of at the end of their lifetime. 
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Table 19, Saturn Orbiter/Multiple Titan Probe3 Weight Statement 


Description 


Item (kg) Totals (kg) 


EARTH RETURN SYSTEM 


NO EARTH RETURN 


RENDEZVOU&'LANDING SYSTEM 


PRE-INSERTION PROBE (1) 

SCIENCE EQUIPMENT SUBSYSTEM: 

AINDSIUERE STRUCTURE INST 3.80 

NEUTRAL MASS SPECTROMETER 12.30 

GAS aiRCMATOGRAFH 3.70 

NEPHELOKBTER 4.40 

NET FLUX RADIOMETER / 3.00 

DESCENT IMAGER 

SUBTOTAL 27.2 

COMMJNI CATION 7.20 

DATA HANDLING 14.20 

POWER 8.40 

STRUCTURE 16.70 

HARNESS 8.90 

LARGE PARACHUTE 8.10 

JETTISON HARDWARE 7.70 

SMAIL PARACHUTE 5.00 

SUBTOTAL- MISCELLANEOUS 76.2 

SUBSYSTEMS 

DECELERATION .MODULE: 

DECELERAT0R 26.0 

ABLATION NQ5ECAP 6.9 

SUBTOTAL 32.9 

TOTAL 136.3 

POSTS INSERTION PROBES (2 THROUGH 5) 

SCIENCE EQUIPMENT SUBSYSTEM: 

ATMOSPHERE STRUCTURE INST 3.80 

N.TUTRAL MASS SPECTROMETER 12.30 

GAS CHRa^TOGRAPH 3.70 

NEEHELOMETER 4.40 

NET FLUX RADIOMETER / 3.00 

DESCENT IMAGER 
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Table 19, Saturn Orbiter/Multiple Titan Probes Weight Statement 
(Continued) 


Item (kg) Totals (kg) 


SUBTOTAL 27.2 

COMMUNICATION 7.20 

DATA HANDLING 14.20 

POWER 8.40 

STRUCTURE 16.70 

HARNESS 8.90 

LARGE PARACHUTE 0.10 

JETTISON HARDWARE 7.70 

SHALL PARAQIUTE 5.00 

SUBTOTAL- MISCELLANEOUS 76.2 

SUBSYSTEMS 

DECELERATION MODULE: 

EECELERATDR 26.0 

ABLATION NQSECAP 6.9 

SUBTOTAL 32.9 

DEOPBIT PROPULSION SUBTOTAL 136.3 


(BUDGET 100% OF INERT WEIGHT) 


TOTAL OF 4 POST-INSERTION PECBES 


10S0.4 


ORB ITER/EARTH DEPARTURE SYSTEM 



MARINER MARK II 

SCIENCE EQUIPMENT SU3SYSIEHS 

SSI NA CAKERA+ELECTRCEdCS 21.40 

THERMAL IR S PECTRAL 8.00 

RADIOMETER 

DUST DETECTOR 5.00 

ENERGETIC PARTICLE DETECTOR 9.00 

MAGNETOMETER 6.00 

CALIBRATION COIL 0.45 

PLASMA ANALYZER 10.00 

PLASMA WAVE ANALYZER 6.00 

PHOTOMETER 5.00 

RADAR MAPPER 28.00 

RADIO SCIENCE 5.00 
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T^iie 19, Saturn Oft'tor/.^il tipi e Titan Prrfcea Weight Statcecnt 
(Continue*]) 


Ortscrif-ticn 

Itto (kg) Totaln (kg) 

scicxj: calibration tajclt 
radio w:/,y hakikatj: 

Rixsrvot 

3.00 

20.08 


scu&z: aitrorAL 


126.9 

Kcuimciic aesvsriTts 



smKrrjTa: iwctjEtes 
radio I’Rh/'Kjcy a,*TarsTO.M 
iQuoyrno asurana 

COfOW£D»tiVTA IWSLING 
S&VJSSTat 

ATnra€*ASTlCULAriCfi 

Q2.*3fOL 

GUiLxc 

ra&raz. cctnva. assrsna 
t&VICES SSfflCSTiH 
a\TA STORAGE 

BCBtCSUKS aSTOSU. 

207.7 

20.0 

172.3 

23.0 

00.8 

52.0 

61.0 

25.0 

8.9 

652.3 

vraiCLC aOTOTAL 


779.2 

CKTniJGUOT 

162.2 


TOTAL BQI (CRY) 


941.4 

K£3VLS:CK: 

S3PUCTORE 

PCS FSOPiXLtoT 

DELTA V ITOPELLA.NT 

gd on 

55iS 

238 Irp 

TOTAL mil (KIT) 


5117.6 

TOTAL CUECTED WEIGHT 


6344.3 

jmTO&nZSCOJANBOUS ECUXRS2TT 



LALTGI V2HICLE ADAPTER 

147.3 



TOTAL env fSARAXICK 'n"EIG!fr 


6491.6 
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5.8 Sensitivity Studies 

The sensitivity of the Earth launch weight for each of 
the five best case planetary missions to l3p f inert weight# 
and propellant capacity wan examined. Earth launch conta are 
the largest number in many overall systems of thin nature and 
their relationship to other parameters in the upper stages of 
the system is a good first-cut indication of tho dollar value 
of development work. 

Tho baseline lap used for the OTV L02/H2 engines in this 
study wan a conservative 455 seconds (from Ref. 2). Raising 
this lap to 480 seconds reduced the total average Earth launch 
requirement for all five missions by 5.41. The total average 
propellant load for the five missions that could be launched 
by a ULV drops by 9.41. The missions with the highest <o's# 
the Kopff and Titan missions# were affected the cost# with propellant 
load reductions of 11.3 and 10.5 l respectively. These propellant 
reductions do not significantly affect the overall scenario 
or its impact on the Space Station. Tho number of stages# their 
approximate size# and the operations that must be done remain 
tho cane. 

The total propellant required for all five missions wan 
221.1 metric tons. Given a ULV capable of launching 100 metric 
tons of propellant and costing 133 million dollars per launch# 
the cost to launch 221.1 metric tons of propellant is 294 million 
dollars. An increase in OTV lsp to 480 seconds would reduce 
this 9.4 t for these five missions, caving 27.6 million dollars# 
which could be used for engine development. The same calculations 
using only the Shuttle for transport result in a 75 million 
dollar savings. The much more numerous OTV missions to GEO 
and tho Hoon will produce other savings from lsp increase, which 
will be the dominant numbers. 

An "Inert Weight - A ♦ D*(Propellant Weight)" equation 
from reference 2 was used to determine inert weight for the 
OTV's. The A term includes the weight of the aerobrake# engines, 
and other non-propellant-dependent structure. The D term accounts 
for the tanks and other propellant-dependent structure. To 
check the sensitivity of Earth-launch weight to OTV inert weight# 
the A number was reduced by 1/3 from 3,731 kg*s to 2,487 kg's. 
The average total-Earth-launch weight for all five missions 
went down 7.1 *. in terms of cost benefits this reduction is 
similar to the previously discussed lsp reduction. The launch 
weight reductions for the individual missions were HSR - 7.6 
%# Eopff - 9.6 %, Ceres - 2.1 1, H.ercury - 10.4 t, and Titan 
- 5.7 %. As with the lsp change# this inert weight reduction 
did not change the Space Station impacts. 

The baseline OTV propellant capacity was 40 metric tons 
when this sensitivity study was done. Later in the study the 
baseline was changed to 42 metric tons as the vehicles were 
refined. All the tables and figures now reflect this change 
to 42 metric tons, but the sensitivity numbers do not. Since 
the change from 40 to 42 metric tons makes no significant difference 
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in any of the conclusions drawn in this cectlon it was not necessary 
to rerun the numbers. 

To determine the effect of a significant change in propellant 
capacity, the planetary mission nuabers were rerun with a 30 
metric ton propellant capacity OTV. Thia change made a sig¬ 
nificant difierer.ee. The Kopff and Ceres Sample Hoturn Missions 
both required three stages instead of two, and the Titan Probea/- 
Saturn Orbiter Mission required two stager, instead of one. 
Since the increased complexity of this arrangement war. perceived 
aa undesirable, the etach design wan not pursued. Approximate 
total Earth launch weight teductions (payload and propellant 
only) were, however, calculated in the range of 34. 




5.9 Planetary Missions from Lunar Orbit: 

It is a widely held belief that there are substantial per¬ 
formance benefits associated with departing from the Moon using 
lunar produced propellant to perform planetary exploration due 
to the shallow lunar gravity well. This is not necessarily 
true for the cane where the fuel (H 2 ) rust be brought from Earth. 
Consider the following: 

1) The moot efficient regular departure mode for transfer 
from lunar orbit to an interplanetary C 3 is via low 
Earth orbit flyby with a minimum delta V lunar to 
Earth transfer and a burn from a parabolic to hyperbolic 
Earth orbit at perigee. This yields a total departure 
delta V from the Moon a constant 2 kn/sec below that 
from low circular Earth orbit (where the transfer 
is from the circle onto the came hyperbola). 

2) To depart from lunar orbit, however, one oust first 
get there and that takes a total of 4 kn/sec. In fact, 
for a cargo originating at Earth, a C 3 of 30 kn 2 /scc 2 
can be reached for the same delta V as going to lunar 
orbit. 

3) If lunar oxygen in available for propellant with terres¬ 
trial hydrogen fuel at a 7/1 mixture ratio, it takes 
approximately 3/4 of a kg of propellant in low Earth 
orbit to provide the fuel (hydrogen) portion of one 
kg of propellant in lunar orbit. This is composed 
of the hydrogen used in launching the lunar 0 2 * the 
U 2 to be burned with the lunar 0 2 to depart from* - lunar 
orbit, and the L0 2 /LH 2 propellant to transport that 
hydrogen to the Moon. 

4) Because more total delta V is needed if interplanetary 
departure of an Earth-supplied payload is made via 
the Moon, and because lunar derived propellant expended 
in lunar orbit requires 3/4ths as much propellant 
to be expended in low Earth orbit, all of the unmanned 
missions examined in this study required more total 
propellant expended in low Earth orbit if lunar departure 
was used than for direct departure from LEO. 

This proves true for any Earth supplied cargo until 
C 3 is at least above 80 (kn/sec) 2 . There is a theoretical 
breakeven point for "rubber* stages at a C 3 of between 
80 and 100 where the mass in LEO becomes less for 
lunar departure. This C 3 range is above the energy 
of the missions of this study. 

5) This does not discount the possibility of supplying 
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lunar 0 2 to low Earth orbit. This option may be attractive 
to reduce tne maos required to be launched from the 
Earth's surface. 

6 ) Only if a significant percentage of the interplanetary 
cargo itself ia lunar-produced doea any advantage 
appear. This now appearo to be the case only for 
spacecraft utilizing L0 2 /LH 2 propellant for post insertion 
manuevers. 

An example of thin is the case of a 150 metric ton 
manned Haro mission modulo proponed by Cordon Woodcock 
as an clement in one proponed Mars mission scenario. 
If that weight included sufficient cryogenics for 
Haro orbit insertion and trans-Earth injection, then 
3/4 of the macs night be propellant with 65%, or 96 
metric tons being oxygon. If the vehicle departed 
from Earth, a total of 360 metric tons (including 
payload) are needed in low Earth orbit. 

If the came vehicle departs from lunar orbit via Earth 
flyby trajectory and usc3 lunar produced 0 2 * or 
95 tons as well as for interplanetary injection, then 
only 276 metric tons are needed in Earth orbit including 
the H 2 chipped to the Moon for the lunar launcher, 
etc. ihe savings is 90 metric tons in Earth orbit, 
or slightly over 25%. To achieve this, a total of 
230 metric tons of lunar 0 2 must be produced and used 
and 5 sorties of the reusable lunar lander flown to 
deliver the 140 tons of lunar oxygen to lunar orbit. 

Whether it is possible to produce 230 tons of 0 2 on 
the Moon and fly 5 sorties of the lunar launch vehicle 
less expensively than producing 90 tons of 0 2 on Earth 
and launching one unmanned launch vehicle tanker is 
an unanswered question. 

There may be some cost advantage to lunar operations 
in this instance but it is certainly not overwhelming. 

If a suitable lunar fuel can be developed to go with 
the lunar 0 2 , then this relationship may change sharply. 
A lower Isp might be acceptable if all of the propellant 
could be produced from lunar resources, but this pos¬ 
sibility requires further study. 

If a source of lunar hydrogen, such as the postulated 
lunar pole "cold traps" can be located, the need to 
transport hydrogen from Earth to support lunar and 
planetary mission operations can be eliminated. In 
this case, the use of lunar-produced 0 2 /H 2 propellants 
becomes a very attractive option. 
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$.0 Discussion of Individual Inpacts 




The major inpacts of lunar and planetary missions on the 
Space Station can be described as relatively discrete elements 
and effects. Although nany of these impacts have been described 
previously, several require further discussion, specifically: 
the OTV hangar and maintenance facility, the propellant storage 
and transfer facility, the OTV mating and stacking gantry, the 
Quarantine Module, and OTV maintenance and refurbishment operations. 
The following paragraphs describe each of these. 

The OTV infrastructure in its entirety should not be considered 
an impact on the Station. The space based, reusable OTV system 
may well bo put in place first to service geosynchronous orbit 
missions. The lunar bane may strongly influence the way the 
system in built, but will hopefully not have to pay for it all 
or even the majority of it. 

6.1 OTV Hangars 

An OTV hangar is shewn in Figure 22. The main truss, shelter, 
and shelter structure are clearly visible. A OHH is seen in 
the lower left portion of the hangar and the Remote Workstation 
ia in use performing a visual inspection. The OTV Hangar is 
perhaps the most visible of all the impacts on the Space Station. 
This facility is assumed to be located on the Space Station 
keel just below the transverse boon consistent vfith the JSC 
"reference* Growth Space Station. It is attached to the starboard 
side of the keel to allow full nobility of the Space Station 
Mobile RMS. The hangar itself is really not an impact of lunar 
and planetary missions, but it3 ability to accommodate two OTV's 
is required by these missions. For that reason the hangar is 
described here in its entirety. 

The hangar has several major features including the main 
truss, the shelter, spares storage capabilities, and maintenance 
control station capabilities. 

The main truss structure is connected to the Space Station 
keel and is constructed of the same material and with the same 
basic configuration as the Space Station truss structure. The 
hangar main truss j.s attached to the keel in two locations, 
spaced approximately 15 meters, the length of one OTV, apart. 
From the attach points, the trusses extend away from the keel 
approximately 15 meters or sufficient distance to accommodate 
two OTV's. The ends of the two trusses are connected by another 
truss making the hangar main truss structure "0" shaped. 





The purpose of the hangar nain truss is for berthing during 
long-term storage for turnaround and maintenance. The inside 
faces of the truss are fitted with two sets of OTV berthing 
interface and attachment devices. These interface devices provide 
mechanical, electrical, and data connections between the OTV's 
and the Space Station. The sides of the main truss provide 
the came capabilities for the Hangar Mobile RMS as do the front 
and back of the Space Station keel for the Space Station Mobile 
RMS. Finally, the main truss will provide come support for 
tho hangar shelter (figure 22). 

The shelter is required to provide the OTV hangar with 
pacsive thermal control and some degree of micrometeoroid and 
orbital debris protection. It extends IS meters from the keel, 
runs 18 meters along the keel, and is 17 meters wide. Tho chelter 
has an independent structural system with attach points to both 
the Space Station keel and the hangar main truss. Each side 
of the shelter is independently retractable for OTV berthing 
access and for removal with minimum environmental exposure to 
personnel and equipment within the hangar. Each side retracts 
in an accordion-like fashion and is driven by retraction/extension 
motors. The shelter structure is fitted with area lighting 
for maintenance activity and fittings for connection of spare 
parts. 

Spare parts and some OTV fittings will be required during 
maintenance and refurbishment. The OTV Manned Modules (OMM's) 
are stored in the corners of the hangar where they do not interfere 
with operations. The OMM is the largest of the storage items. 
Other items requiring storage are Attitude Control System modules 
for replacement and refurbishraent after each mission, avionics 
Orbital Replacement Units and spare OTV engines. These are 
all stored within the shelter for easy access and maintenance, 
and for protection from environmental conditions. 

Hangar control, maintenance operations, and refurbishment 
operations can all be accomplished from several locations. 
First, these functions can be performed from any of the Habitation 
or Laboratory Module Control Stations. It is intended that 
normal turnaround operations for an OTV be accomplished from 
one of these locations. A pressurized Manned Remote Workstation 
is provided for extended capabilities and is designed for connection 
to the Hangar HRMS. All of the hangar functions can be controlled 
from this workstation, with the added advantage of line of sight 
work. This enables normal turnaround and both scheduled and 
unscheduled maintenance operations. Although, many operations 
can be accomplished from this workstation, EVA activities will 
be required in some cases. 

Note that the hangar requires a dedicated RMS. 
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6.2 Propellant Storage and Trannfer 

The Space Station must be able to store and transfer largo 
quantities of cryogenic propellants to support ambitious lunar 
and planetary missions. The lunar missions discussed in previous 
sections require a Propellant Storage and Trannfer Facility. 
Our conceptual design for this facility consists of two Orbital 
Storage Modules (OSH'o) and two Cryogenic Liquefaction and Trannfer 
Units (CLTU's). The Orbital Storage Modules are brought to 
the Space Station full and are disposed of after use. On the 
other hand the CLTU's are permanently attached to the Space 
Station and are not discarded. The CLTU also serves as the attachment 
interface for the OSH. 

The CLTU's can trannfer propellants into and out of the 
OTV's. During propellant loading the CLTU's should be capable 
of a transfer rate of 5 metric tons per hour. This allows fueling 
of an 04 metric ton propellant stack, typical of a lunar sortie, 
in an 18 hour period. Following OTV berthing, after mission 
completion, the CLTU can off-load and liquify residual OTV propel¬ 
lants and return them to the Orbital Storage Modules. The CLTU 
can both pump and liquify. The liquifying system not only provides 
liquefaction for off-loaded, gaseous propellants but also cooling 
required to maintain the OSH at cryogenic temperatures. The 
CLTU liquefaction system provides this service only during periods 
of exposure to sunlight. A preliminary design ha3 not been 
performed on the CLTU, however, several options are available 
for the liquefaction system. For example, a mechanical refrigera¬ 
tion system may be used. A mechanical refrigeration system 
would require 3.9 kw of electrical power for each CLTU. In 
addition, a corresponding load would be imposed on the Space 
Station heat rejection subsystem. Another option would be to 
use the hydride sorption refrigeration system currently under 
development at JPL. This system is likely to be more reliable 
as it requires no rotating equipment and in addition, only thermal 
energy is required to drive the compressor (Ref. 19). 

The Orbital Storage Module is designed to be launched within 
an unmanned shuttle derived launch vehicle with the payload 
positioned vertically above the external tank. The OSH has 
the capacity to store 100 metric tons of usable liquid hydrogen 
and liquid oxygen propellants. It contains one 23 metric ton 
hydrogen tank and one 85 metric ton oxygen tank each covered 
by approximately 45 layers of MLI. For orbital injection the 
OSM is fitted with either a Trans-Stage Upper Stage or an upper 
stage using existing Shuttle OMS engines. The OSM inert mass 
is approximately 12.4 metric tons dry and is deorbited after 
use. 

Figure 23 shows several tentative designs for this propellant 
storage module with the liquid hydrogen tanks forward of the 
oxygen tank. The modules indicated in Figure 17 have the oxygen 
tanks forward. As shown in Figure 17, these modules are attached 
to the Space Station keel on the starboard side just above the 
keel extension. 
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pcopeilant storage and transfer. 
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6.3 Stacking Gantry 

The OTV Stacking Gantry is a facility located on the lower 
keel just above the keel extension. This facility is used during 
normal flight preparation to mate payloads with OTV's and to 
mate OTV's when a two stage mission is in preparation. 

Each gantry arm extends from the Space Station lower keel 
and attaches to the OTV at the front or back. The facility 
can handle two, two stage OTV stacks including the payloads. 
The two stacks will be held in parallel along the keel while 
being processed. 

Propellant loading and off-loading is accomplished when 
the OTV is berthed at this facility. 

In addition to processing, the Stacking Gantry can provide 
short-term OTV storage in the event the OTV hangar is fully 
occupied. For protection against the space environment, a cover 
may be deployed over the underside of the OTV. 

Figure 17 shows an OTV berthed in the Stacking Gantry and 
the Mars Sample Return mission spacecraft being mated to it. 




6.4 Space Station Planetary Sample Quarantine Facility 

Proposals for the quarantine of samples returned by unmanned 
probes from Mars and other bodies in the solar system range 
from direct entry into the Earth's atmosphere (no quarantine 
in space), which has some performance advantages, to a billion- 
dollar mini-space station quarantine facility entirely separate 
from any other space station. A middle ground option might 
use one module of the proposed NASA Space Station to serve as 
a quarantine facility for planetary samples in addition to other 
duties. This module would have it3 own life support system, 
but use Space Station power and thermal control. It would not 
be connected via any pressurized pathway to the rest of the 
station. In Figure 21 an OMV delivers a returned sample to 
this single module. 

The selection of overall approach to the quarantine problem 
is directly influenced by the real probability of returning 
some sort of replicating organism. A careful assessment of 
this probability in light of recent data, and for the comets 
and asteroids as well as ..ars and the Moon is required prior 
to making the final decision and is beyond the scope of this 
study. It now appears however, as though the probability of 
finding life in returned samples is low. Some risk, however, 
does exist and life that could exist in the temperature, pressure, 
and radiation extremes of the Martian surface or in the interior 
of a comet might be difficult to control. A degree of caution 
is therefore required. Reference 13 provides a preliminary 
design of a separate space station designed especially for sample 
quarantine that might be appropriate if the probability of finding 
life was thought to be significant. Figure 24 shows the whole 
facility and a weight statement. The power requirement of this 
configuration is estimated to be 25 to 35 kw (Ref. 13). Figure 
25 shows the interior of the Laboratory Module for this design. 
Both figures were taken from reference 13. 

A scaled down, simplified version of the laboratory module 
in reference 13, attached structurally, but not environmentally 
to the current NASA baseline Space Station, may be the most 
cost effective solution. This Quarantine Module would be more 
of a way station than a major laboratory, though emergency equipment 
to isolate the module and one or more crewman for long periods 
of time would be available should the improbable occur. Figure 
21 shows a conceptual Quarantine Module and its' mounting and 
operation on the NASA baseline space station. 


117 




OMV Delivers Sample to Quarantine Module 
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Orbiting Quarantine Facility 
(from Ref. 13) 
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A standard, 11 meter (36 ft) long module* such an in currently 
envisioned for the Life Sciences Laboratory in recent NASA Space 
Station studies (ref. 1G) in the bent model available. The 
Life Sciences Lab, shown in figure 26 (taken from ref. 18), 
usen approximately 25 kw of electrical power, requires 30 kw 
of heat rejection, and has a volume of 3 ,704 cubic feet. An 
envisioned in reference 18, this module has an internal "safe 
haven" that will support two men for twenty-two dayn, iaolatcd 
from the rest of the ctation. The final design of the Quarantine 
nodule would probably not require as much continuous power and 
heat rejection as the Life Sciences I.ab, which has a sealed 
animal research area with its* own environmental control and 
life support system (ECLSS). If the final configuration includes 
just a large glove box, and an independent ECLSS capable of 
supporting two individuals for several months under emergency 
conditions, the power requirement might go down as low as 5 
kw. 

Individual radiators on each nodule are now planned, with 
a "thermal bun", using ammonia as the working fluid, interconnecting 
all the modules. Though isolation of environmental and life 
support functions nay be required, the Quarantine module could 
probably still be linked to the other modules with the ammonia 
thermal bus, and the electrical power and data lines. 

The Quarantine Module would be designed to accommodate 
automated docking of the OMV carrying the sample to an airlock 
attached to a glove box. Upon arrival of a sample, a biologist 
would use the glove box to remove a small sample that would 
then be examined quickly for any signs of life, or "sterilised" 
by some means and sent to Earth. The main sample would be scaled 
in a "super box", with the desired environmental control to 
await conclusions from the small sample. Given no signs of 
life or other dangers in the small sample, the- main sample could 
then be chipped to Earth for further examination in a laboratory 
similar the Center for Disease Control (CDC) high-hazard containment 
facility. Another method for dealing with the sample would 
be to seal the entire sample in a “super box" upon arrival at 
the Quarantine Module and ship it to Earth in this secure container 
to be examined in a CDC type facility. 

The "super box" would be a rugged container capable of 
withstanding a Shuttle crash without rupture. Thermal control 
for the sample would be required. A Mars sample might require 
maintenance of -40 degrees C. Reference 14 indicates passive 
thermal control (insulation) can be used to keep the Mars sample 
cold while in Earth orbit. A comet nucleus sample might be 
kept at a temperature as low as 100 degrees Kelvin (-173 degrees 
C). 
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The inpact to the Space Station would therefore connint 
of accommodating one nodule decigned for cample reception and 
quarantine. Due to itc phycical icolation from the rent of 
the Station it night not be of much U3e for other tacko. EVA 
would bo required to enter it. The requirement to sustain one 
or more individuals in emergency isolation for long periods 
night make the Quarantine Module useful as a backup system or 
lifeboat, or as part of the station medical facilities. A sick 
individual could be effectively quarantined. Provisions could 
also be made to attach it via a pressurized passageway to the 
rent of the station during the expected long periods between 
sample handling and required quarantine. This would significantly 
increase its utility. 

The Mars sample will bo cither aerobraked or propulsivcly 
inserted into lew Earth orbit with solid rockets. Mars launch 
will bo timed to place the sample in the Space Station plane 
at the time of rendezvous. References 14 and 15 suggest a 870 
km (470 nn) circular orbit as the final destination. Reference 
16 indicates the OHV can easily retrieve the entire 63.6 kg 
(140 lb) Earth orbit Capsule from orbital altitudes as high 
as 2,777 km (1,500 nn) circular, or can accommodate retrieval 
with a small plane change from lower altitudes. 

The Kopff and Ceres sample return missions both acrobrake 
into LEO. Reference 5 suggests the aerobraked samples can be 
circularized at 370 km (200nm) in the Space Station plane if 
desired. Recent Space Station designs use a 463 km (250) to 
500 km (270 nn) altitude. The samples could also be aerobraked 
and circularized into 870 km (470 nm) in-plane orbits as with 
the Mars Sample return Vehicle. Only the 93 kg (205 lb) Earth 
Orbit Capsules are aerobraked into Earth orbit. The Mariner 
Mark II spacecraft also return to the vicinity of Earth but 
fly by after releasing their Earth Orbit Capsules. 

6.5 OTV Maintenance and Refurbishment Operations 

OTV maintenance and refurbishment operations at the Space 
Station consist of several classifications of work. These include 
Normal Turnaround, Scheduled and Unscheduled Maintenance and 
Refurbishment, and Secondary Support Activities. Table 7 lists 
the Space Station crew manhour requirements for these activities 
as they relate to Planetary missions. The classifications mentioned 
above have become somewhat mixed in this table as each mission 
has been charged with prorated shares of the manhour requirements 
for scheduled maintenance operations. 

Normal OTV turnaround is defined as the operations surrounding 
checkout, integration, and launch and retrieval. This is distinct 
from maintenance operations which can be either scheduled preventive 
maintenance or unscheduled repair of faulty components. Table 
7 lists four separate operations which are classified as Normal 
turnaround operations. These are as follows: 

o OTV Refurbishment 


124 




o OTV/Payload Integration and Checkout 
o Fuel, Release and Launch 
o Rendezvous and Retrieve OTV using OKV 

OTV refurbiahraent includes the normal turnaround operation, 
of visual inspection, removal and replacement of ACS modules 
and a system teat. Also, part of the manhours required fo; 
scheduled maintenance has been charged to each mission. It 
is assumed that scheduled maintenance will be performed on at 
OTV after five missions. Because of this, one fifth of th< 
manhcur requirements have been included. Normal turnarount 
requires two crew members for execution while some of the maintenance 
operations require four. For a single stage OTV mission, thir 
operations phase requires approximately 52 manhours, half of 
which are the result of maintenance work. 

OTV to payload integration and checkout involves the transfer 
of the OTV from the hangar to the stacking facility, the transfer 
of the payload from its holding location to the stacking facility, 
the mating of the OTV and the payload, and finally the integrated 
system tent. This phase includes only normal turnaround operations 
and no maintenance operations. The integrated test is anticipated 
to be accomplished with OTV and payload self tent capabilities 
and will consequently not require a significant number of manhours. 
This operational phase requires two crew members and approximately 
11 manhours. 

The fuel, release and launch phase includes OTV fueling, 
release from the stacking gantry, transfer by the Space Station 
RMS to the launch location, mating with the OKV, and launch. 
This phase also includes only normal OTV turnaround operations 
and requires two crew members. The manhour requirements for 
a one stage mission are approximately 24 manhours, while a two 
stage mission requires about 36 manhours. The two stage mission 
does not require twice the crew manhours since prelaunch and 
launch operations are not performed twice for the mission while 
the fueling operations are. 

Rendezvous and retrieval operations involve deployment 
of the OHV, rendezvous of the OKV and OTV, berthing, and safing 
of the OTV. Again, this phase includes only normal operations. 
Two crew members are required and a total of about 12 manhours 
will be expended. 

Table 7 also lists various Secondary Support Activities 
and approximate manhour requirements for each. The removal 
of an aerobrake has been included for missions that have an 
expended OTV. Shuttle rendezvous and payload removal represents 
the delivery of a mission payload or planetary spacecraft. 
ULV propellant delivery involves the arrival and replacement 
of one of the Orbital Storage Modules. The manhour requirements 
given for the propellant operations are prorated to the amount 
of propellant used for each mission. The sample retrieval operations 
listed apply only to the three sample return missions listed. 

In addition to normal turnaround operations and secondary 
support activities, maintenance operations are included, as 
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discussed previously, in Table 7. OTV maintenance can be divided 
into three basic levels. Level 1 maintenance involves both 
scheduled and unscheduled functions that take place on the vehicle 
as it is berthed in the Space Station sheltered maintenance 
facility. Level 2 maintenance is repair of replaceable OTV 
parts at the Space Station or on Earth if test equipment, spares 
availability, and economic constraints dictate. Level 3 maintenance 
includes Earth based repair of OTV components. For the purposes 
of this study, only Level 1 scheduled maintenance is considered. 

Two specific operations are included in OTV refurbishment. 
The first is the removal and replacement of a fuel coll and 
battery. This operation requires two crew members and approximately 
5 manhours. Second is the removal and replacement of two OTV 
engines. This operation requires four crew members working 
a total of 65 hours per engine. It is most likely that EVA 
activity will be required for these unscheduled operations. 

These manhour and operations requirements were derived 
from reference 20. This reference also provides additional 
details on scheduled and unscheduled maintenance operations, 
and initial delivery operations. 



7.0 Conclusions and Recommendations 




An Operational Space Station with large high energy (cryogenic 
propellant) orbital transfer vehicles can support an extremely 
wide range of space transportation options. The following conclu¬ 
sions and recommendations outline some of the areas requiring 
significant additional study: 

1) The Space Station must include a cryogenic propellant 
depot with large scale (hundreds of metric tons) on-orbit 
propellant transfer capability. This is central to 
any large space transportation operations. The ability 
to transfer and store cryogeric propellants in these 
quantities must be developed. 

2) The OTV vehicles must be "stackable" to provide multi¬ 
stage capability. With this capability a larger payload 
or a high delta V can always be accommodated by adding 
another propulsion stage (although eventually this 
becomes impractical). Without this capability, the 
system is constrained to the performance envelope 
of a single OTV. 

3) For practical high density round trip operation to 
Lunar Orbit (and Geosynchronous orbits) aerobraking 
is required of the OTV's. Development of aerobraking 
technology should be undertaken. 

4) In order to support the high flight rate lunar program 
a large shuttle derived-unmanned launch vehicle with 
payload in the 100 metric ton class should be developed 
as a cryogenic propellant tanker vehicle. Such a 
vehicle would reduce the average launch rate for lunar 
support from 25 shuttle launches a year (one every 
two weeks) to 10 a year (one every 5 weeks). The 
average annual savings in launch costs alone should 
be around 1.4 billion dollars, enough to recover develop¬ 
ment costs in the first two years. 

5) The External Tank, Aft-Cargo Compartment proposed 
by Marshall Space Flight Center for use on shuttle 
launches should be developed for carrying the Expendable 
Lunar Lander. With at least 16 launches required 
in the first four years of heavy lunar traffic, this 
could also be easily amortized. 

6) tor lunar base support, the Space Station must be 
capable of substantial operational support such as 
flight control, storage and preparation of payloads 
and mission stacks, propellant transfer operations, 
and routine OTV checkout and maintenance. This means 
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the basic Space Station operations will be shifted 
toward support of transportation. This will require 
some enlargement of the Space Station. 

This emphasis, however, does oat preclude heavy utilization 
of the Space Station as a scientific research and 
facilities base. Even with the lunar base, large 
traffic arrivals or departures only occur approximately 
once every two weeks. 

7) Interplanetary departure from lunar orbit using only 
lunar derived 0-> for propellant does not appear to 
be significantly” advantageous as long as all lunar 
fuel (H 2 ) must be brought from Earth. Ho advantage 
wan found if the total outbound cargo must come from 
Earth. The case using lunar derived fuel, as well 
as lunar oxygen should be studied. 

8) The economics of lunar surface to lunar orbit ferry 
operations with a reusable lander should be studied 
to determine approximately what it costs to fly such 
a mission with and without lunar produced propellants. 
This cost number is needed to assess the economics 
of a number of schemes using lunar resources. The 
general economics of a round-trip two-stage OTV sortie 
from LEO to lunar orbit also need3 to be determined. 

9) Any exploration, research, or engineering development 
that might result in a source of lunar hydrogen should 
be pursued. 

10) The requirements that manned Mars, Mars moon, or asteroid 
missions would impose on the Space Station snould 
be determined. Rumors of Russian efforts exist. 
Such a program might occur sometime during the Space 
Station's lifetime. 

11) The design of and rationale for the Quarantine Module 
require more definition. A sample return mission 
is quite likely to occur during the lifetime of the 
Space Station and the IOC design should take this 
into account. As a part of this effort, special attention 
needs to be paid to the sample return container, particu¬ 
larly its environmental control system and packaging 
for Earth return. 
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8.0 Definitions of Teens and Acronyms 


Aerobrake 

CLTU 
Delta V 
E-Ascent 

ECLSS 
E-Lander 
EOC 
ERV 
ET 

ET-ACC 

Free Return 
Trajectory 

Geosynchronous 

Orbit 

g losses 

Isp 

JSC 

LEO 

lh 2 

LLMM 

LOI 

LOSS 


The portion of a stage that creates drag when 
the atmosphere is used to slew the stage down 

Cryogenic Liquefaction and Transfer Unit 

Change in velocity required 

Expendable Ascent Stage, propulsion stage to 
return personnel from lunar surface 

Environmental Control and Life Support System 

Expendable Lander, large one way lunar lander 

Earth Orbit Capsule 

Earth Return Vehicle 

External Tank 

External Tank - Aft Cargo Compartment 

Earth to Moon orbit that loops around the moon 
and returns to earth without any rocket firings 

An equatorial orbit at the altitude (35,810 km) 
at which the satellites revolution and the earth's 
rotation are the same so the satellite appears 
to remain stationary over fixed point on the 
earth 

Difference between theoretical and actual space 
maneuver requirements due to altitude changes 
during the time the rocket is firing 

Specific impulse - measure of engine performance 

Johnson Space Center 

Low Earth Orbit 

Liquid Hydrogen 

Lunar Landing Manned Module - to be carried on 
E-Lander and E-Ascent 

Lunar Orbit Injection 

Lunar Orbit Service Station 
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LOX 

MABH 

HLH 

HRV 

OMM 

OMV 

OSH 

OTV 

PL 

PLaero 

R-LEH 

R-LLEH 

SCA 

TLI 

T/W 

ULV 

Wp 



Liquid Oxygen 
Mars Ascent Boost Module 
Mars Lander Module 
Mars Rendezvous Vehicle 

OTV manned module - manned module to be mated 
to OTV 

Orbit Maneuvering Vehicle 
Orbital Storage Module 
Orbit Transfer Vehicle 
Payload 

Payload carried through an aerobrake maneuver 

Reusable Lunar Excursion Module - single stage 
lunar lander/launch vehicle - reusable 

Reusable Lunar Landing Manned Module 

Sample Canister Assembly 

Trans-Lunar Injection 

Thrust to weight ratio 

Unmanned Launch Vehicle 

Propellant weight (capacity of a stage) 
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